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	Reason for change:
	Today when a mobile subscriber sends an SMS from a Web portal this SMS is not updated in the SMS outbox on the subscriber’s mobile 

In order to update the outgoing SMS on the mobile the mobile subscriber needs to download a specific application on his mobile.

	
	

	Summary of change:
	Proposing to send a specific SMS to mobile for updating the ougoing SMS sent from the web portal in mobile SMS outbox

	
	

	Consequences if not approved:
	In order to update the outgoing SMS sent from web portal in mobile SMS outbox. It will be necessary to download a specific application on the mobile
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	Other comments:
	


***** 1st Change *****
A.6
Short message indication and acknowledgement

This feature allows the delivery of short messages to a UE from a service centre. Such messages are submitted to the service centre by a telecommunications network user who can also request information of the status of the message by further interrogation of the service centre. The service centre then transmits the message to an active UE user.

The UE must therefore provide an indication to the user that a message has been received from the service centre and must also send an acknowledgement signal to the PLMN to show that this indication has been activated. The PLMN then returns this acknowledgement to the service centre.
When a Short message is sent form a Web portal, it shall be possible to update the mobile SMS outbox with Short message sent via the Web portal

The short message service teleservice is described in specification 3GPP TS 22.003 [14].
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