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Abstract: A list of requirements for personality.
The following requirements are based on the public safety and TIA TR 8.8 requirements.
There is no ordering associated with these requirements.  The numbers are present to ease the discussion.  These numbers will be removed when added to the TS.  Later all requirements  in the TS will be numbered according to the chair’s updated procedures (S1-140116) used on ProSe TR 22.803
Suggest to add these requirements in the personality management section of the draft TS 22.179.

3.1 Definitions
Personality Programming: The ability to implement into a subscriber unit the characteristics indicative of a specific agency’s user(s) with particular access to talkgroups associated with that agency.  These characteristics may include Group IDs, Group ID alias, Talker ID, Talker ID alias, Group scanning lists, and other parameters that are required by a PTT user when using MCPTT Services.
4.8 Personality Management
1. The PTT Service shall provide a mechanism for PTT UE personality programming by a PTT Administrator and/or authorized user.
2. The PTT Service shall provide a mechanism for a PTT Administrator and/or authorized user to perform personality programming within their authority.
3. The PTT Service shall be able to dynamically modify one or more characteristics within the PTT UE while in use by the PTT User.

4. The PTT service shall provide a means by which a PTT administrator is able to designate that new or updated personality characteristics are to be installed by the PTT UE for immediate use by the PTT User.
5. The PTT service shall provide a means by which a PTT administrator is able to designate a particular time and date when new or updated personality characteristics are to be installed by the PTT UE for use by the PTT User.
6. The Personality Programming characteristics shall be construed to be sensitive user information and shall be provided end-to-end confidentiality when transferred between the PTT Service and PTT UE.
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