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Introduction.  
This contribution proposes the removal of use case and the IMS related requirement from the TR.  This revision is to make the TR consistent with the agreed text for considerations on IMS in Section 5 of the TR
Proposal
The following revisions are proposed for Clauses 4.2, 4.2.1 through 4.2.6; CPR 6.2.1-001.7 and Annex B in TR 22.828.

* * * * First Change * * * *
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* * * * Second Change* * * *
6.2
Consolidated requirements

6.2.1
Establishing additional PDN connections; keeping and releasing PDN connections
-
[CPR-6.2.1-001] The system shall be able to establish a second PDN connection to the same PDN, without releasing the existing PDN connection, and temporarily keep both PDN connections until all traffic is consolidated on only one PDN connection. The following additional requirements apply:

-
[CPR-6.2.1-001.1] The system shall be able to determine and monitor the changes in the state (optimal or suboptimal) of a PDN connection.

Note: 
The definition of optimal and suboptimal can be based on a number of implementation criteria like geography, topology and load balancing etc.

- 
[CPR-6.2.1-001.2] The system shall be able to detect when a PDN connection becomes suboptimal and decides when to establish an optimal PDN connection for the same service type.

-
[CPR-6.2.1-001.3] If IP address preservation is required, the system shall be able to determine if a suboptimal PDN connection needs to be maintained after an optimal PDN connection for the same service type is made in order to maintain service. 

-
[CPR-6.2.1-001.4] The system shall be able to ensure that new service flows are using the optimal PDN connection.

-
[CPR-6.2.1-001.5] The system shall be able to direct any new service flows requiring IP address preservation towards the existing suboptimal PDN connection, if the system has existing service flows requiring IP address preservation on that suboptimal PDN connection.

-
[CPR-6.2.1-001.6] The system shall be able to release a suboptimal PDN connection when it determines that there are no service flows using that suboptimal PDN connection.   The system shall be able to release a suboptimal PDN connection when a time limit has expired.


* * * * Third change * * * *
Annex B:
Mapping of potential requirements.
Mapping requirement numbering of potential requirements derived from the use cases in clause 4 to the requirement numbering of the consolidated potential requirements in clause 6.

Note:
Consolidated potential requirements could have been re-worded from the original potential requirements derived in clause 4.
	Potential requirements from use cases in clause 4
	Consolidated potential requirements in clause 6

	n/a
	[CPR-6.2.1-001]

	[PR-4.1.6-001]
	[CPR-6.2.1-001.1] 

	[PR-4.1.6-002]
	[CPR-6.2.1-001.2]

	[PR-4.1.6-003]
	[CPR-6.2.1-001.3]

	[PR-4.1.6-004] 
	[CPR-6.2.1-001.4]

	[PR-4.1.6-005] 
	[CPR-6.2.1-001.5]

	[PR-4.1.6-006] 
	[CPR-6.2.1-001.6]

	
	

	n/a
	[CPR-6.2.2-001]

	[PR-4.3.6-001] 
	[CPR-6.2.2-001.1]

	[PR-4.4.6-001]
	[CPR-6.2.2-001.2]

	[PR-4.4.6-002]
	[CPR-6.2.2-001.2.1]

	[PR-4.4.6-003]
	[CPR-6.2.2-001.2.2] 

	[PR-4.3.6-002]
	[CPR-6.2.2-002]

	[PR-4.3.6-003]
	[CPR-6.2.2-003]

	[PR-4.4.6-006]
	[CPR-6.2.2-004]

	n/a
	[CPR-6.2.3]

	[PR-4.1.6-007]
	[CPR-6.2.3-001]

	[PR-4.2.6-007]
	[CPR-6.2.3-001]

	[PR-4.3.6-004]
	[CPR-6.2.3-001]

	[PR-4.4.6-007]
	[CPR-6.2.3-001]


* * * * End of Changes * * * *
