3GPP TSG-SA WG1 Meeting #66
S1-141542
Sapporo, Japan, 12th – 16th May 2014                                 (revision of S1-141352, S1-141455, S1-141035)
Title:

Generic requirements on service steering
Agenda Item:
8.6
Source:

China Mobile, Huawei, Orange
Document for:
Discussion and Approval
Work Item:
Flexible Mobile Service Steering (FMSS)
Introduction
FMSS describes different use cases showing how the MNO define network policies based on some information, and that such policies can be used to steer traffic in Gi-LAN.

Use cases show that it may not be possible to define now all the possible network information that a MNO could use to decide how to steer traffic. But current use cases identified some of them like:

· User’s profile
· RAT type information

· Network load information
Nevertheless, generic requirements regarding security, charging… are currently missing in the TR. This is discussed in this document.
Discussion
1. The operator shall be able to decide its preferred combination of multiple network information (user profile, RAT type…) is used to generate its preferred traffic steering policy.
2. The operator shall be able to authenticate and authorized the Gi-LAN entity using network’s traffic steering policy.
3. 3GPP network can change the traffic steering policy per MNO’s preferences.

4. The MNO or MVNO can have interest to keep confidentiality of subscribers and/or network information: the Operator of the 3GPP network shall be able to ensure that the 3GPP information (i.e. subscriber identifiers, UE’s current RAT, network load information) are not disclosed to unauthorised parties. 
5. The operator shall be able to authenticate and authorized the Gi-LAN entity using network’s traffic steering policy. 
6. The 3GPP network shall be able to adapt traffic steering policies to avoid traffic interruption in case of Gi-LAN enabler(s) becomes unavailable. 
7. The operator shall be able to charge the end-user / third party application benefiting from network’s traffic steering.
Proposal

It is proposed to add the following text to the TR 22.808 under Section 6.2 Potential additional requirements:
***** 1st CHANGE *****
6.2.1
Generic potential requirements

The 3GPP Core Network shall provide and be able to change traffic steering rules to steer traffic flexibly in (S)Gi-LAN. These traffic steering rules are be based on various individual or combined information, such as MNO’s policies, user subscription, network status, application characteristics. 


The 3GPP Core Network shall be able to ensure that the information used for traffic streering rules’ decision are not provided to (S)Gi-LAN according to MNO’s policies to maintain the MNO’s information privacy. 




***** END OF CHANGES *****
