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Abstract: Proposed Text for ACDC Consolidated Requirements
Proposal
Based on the consolidation process in S1-141342 and on suggestion in the drafting session, it is proposed to replace the current text of section 7 of FS_ACDC TR with the following text for section 7, and to add Annex N.
The consolidate requirements were captured from a draft CR, S1-141306.

* * * * First Change * * * *
7
Potential Requirements
7.1
Consolidated requirements
The following requirements are consolidated from the requirements associated with the use cases in section 5 of this TR.
· [CPR-7.1-001] This feature shall be applicable to UTRAN and E-UTRAN.

· [CPR-7.1-002] This feature shall be applicable to UEs that are not a member of one or more of Access Classes 11 to 15.

· [CPR-7.1-003] The home network shall be able to configure a UE with multiple ACDC categories to each of which particular, operator-identified applications are associated. The categories shall be ranked in order of importance.

NOTE:
Provisioning of the ACDC categories in the UE is the responsibility of the HPLMN operator, and the categorization is outside the scope of 3GPP.

NOTE:
A mechanism needs to be provided that enables the UE to verify that the provisioning of the configuration originates from a trusted source.

· [CPR-7.1-004] The serving network shall be able to broadcast, in one or more areas of the RAN, control information per each ACDC category, indicating e.g. barring rates, and whether a roaming UE shall be subject to ACDC control.

· [CPR-7.1-005] The UE shall be able to control whether or not access attempt for certain application is allowed, based on this broadcast control information and the configuration of categories in the UE.

NOTE:
Communication already in progress is exempted from this control.

· [CPR-7.1-006] The serving network shall be able to simultaneously indicate ACDC with other forms of access control.

· [CPR-7.1-006.1] When both ACDC and ACB controls are indicated, ACDC shall override ACB.

· [CPR-7.1-007] In the case of multiple core networks sharing the same access network, the access network shall be able to apply ACDC for the different core networks individually. For the mitigation of congestion in a shared RAN, barring rates should be set equal for all Participating Operators.
* * * * Next Change * * * *
Annex N:
Mapping of potential requirements.
Mapping requirement numbering of potential requirements derived from the use cases in clause 5 to the requirement numbering of the consolidated potential requirements in clause 7.
For the detailed 4-step consolidation process, see S1-141342.

NOTE:
Consolidated potential requirements could have been re-worded from the original potential requirements derived in clause 5.
	Potential requirements from use cases in clause 5
	Consolidated potential requirements in clause 7

	n/a
	[CPR-7.1-001]

	[PR-5.3.5-001]
	[CPR-7.1-002] 

	[PR-5.1.5-001], [PR-5.6.5-001], [PR-5.11.5-001]
	[CPR-7.1-003]

	[PR-5.1.5-003], [PR-5.5.5-003], [PR-5.6.5-001], [PR-5.8.5-001], [PR-5.10.5-003], [PR-5.12.5-001], [PR-5.12.5-002]
	[CPR-7.1-004]

	[PR-5.10.5-001]
	[CPR-7.1-005]

	[PR-5.7.5-001], [PR-5.12.5-002]
	[CPR-7.1-006]

	[PR-5.7.5-002]
	[CPR-7.1-006.1]

	[PR-5.13.5-001] 
	[CPR-7.1-007]


* * * * End of Changes * * * *
