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Abstract: This contribution proposes modifications to the use of Gropup Regroup and User Regroup as nouns, verbs, or adjectives inorder to clarify the requirements currently written.
As currently written the use of Group Regroup and User Regroup are used as nouns, verbs, and adjectives, which is confusing.  In the first requirement they are the subject of the sentence and therfore nouns.  In the second sentence they are used as ajectives to modify operations.  In 4.3.3.1 it appears to be used as a verb (i.e., perform an action).
4.3.3
Dynamic Group Management (i.e.,  Dynamic Regrouping)

Group Regroup and User Regroup operations shall be manageable by suitably authorized MCPTT Users.

The temporary group formed by Group Regroup or User Regroup operations shall persist until torn down by a suitably authorized MCPTT User.

The priority of the temporary group formed by a Group Regroup or User Regroup operations shall be established by the creator of the group within bounds established by MCPTT Administrators.

The temporary group formed by Group Regroup or User Regroup operations shall support all of the calling features of any other MCPTT Group, except the ability for a temporary group formed by a Group Regroup operation to be included in another Group Regroup operation.

4.3.3.1 Group Regrouping

The MCPTT service shall provide a means of dynamically combining a multiplicity of groups into a new, temporary group (i.e., to perform a “Group Regroup operation”
).

The MCPTT service shall provide a mechanism so that the creator of a Group Regroup can specify whether the newly created group is two-way (i.e., allows for responses from the members of the group), or one-way (i.e., can only be transmitted on by the creator of the group).

The MCPTT service shall notify MCPTT Users when any of their affiliated groups are affected by a Group Regroup operation.

Broadcast Groups shall be able to be included in a Group Regroup opeation.

4.3.3.2 User Regrouping

The MCPTT service shall provide a means for combining a multiplicity of MCPTT Users into a new, temporary group (i.e., to perform a “User Regroup operation”).

The MCPTT service shall notify MCPTT Users when they are affected by a User Regroup operation.

The MCPTT service shall automatically affiliate the MCPTT Users included in the temporary group created by the User Regroup operation.
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