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Abstract: This contribution is intended to provide requirement related to commencing the use of the service by a user.
Introduction
At the moment in the MCPTT document it is perhaps not clear what the steps for using the service are from the perspective of a user. This contribution seeks to clarify that by adding some new defined terms for indicating whether a user is able to connect to a network or not.
This contribution also builds upon and utilises terminology introduced in S1-141544
================= First Change ===================
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Affiliated MCPTT Group Member: An MCPTT Group Member who has indicated an interest in the group and is allowed to receive and/or transmit Group Communications from/to the particular MCPTT Group. An MCPTT User may simultaneously be an Affiliated MCPTT Group Member of more than one MCPTT Group.

Broadcast Group Call: A group call where the initiating MCPTT User expects no response from the other MCPTT Users, so that when his transmission is complete, so is the call. The target MCPTT Users may be a subset of all of the system users, or it may be all of the system users.

Connected MCPTT User: This is an MCPTT user who has joined the MCPTT service via a network and is communicating with the application server.
Off-Network MCPTT User: This is an MCPTT user who is not able to connect to the MCPTT network service, because they are not registered on a network.

Floor control: This is the arbitration system in an MCPTT service that determines who has the authority to transmit (talk) at a point in time. This functionality is used in MCPTT Private Calls and MCPTT Group Calls.
Group-Broadcast Group: A collection of groups defined by the MCPTT Administrator (e.g. representing a particular organizational structure) and intended to be the recipients of Broadcast Group Calls. 
Group Regroup: The temporary combining of a multiplicity of groups into a single group.

Imminent Peril call: A call prioritized in the event of immediate threat to any human life such as resulting from an authorized user’s observation of or engagement in a situation involving imminent peril to the general public (e.g., forest fire about to encircle campers, tanker truck ready to explode near a school, casualties at scene of a car bombing).  Imminent peril is an urgent call and highlights the potential of death or serious injury.

In-progress Emergency: An emergency condition for a group that has been accepted by the MCPTT service, but has not yet been cancelled by an authorized user.

In-progress Imminent Peril: An Imminent Peril Group Call was granted and it has not yet been cancelled by an authorized user.

Location: The current physical location (i.e., co-ordinates plus estimated accuracy and timestamp) of the MCPTT UE that can be cross-referenced to a map.

Losing audio: Audio of an overridden talker that is not dismissed, but instead allowed to be routed to suitable authorized receivers.

MCPTT Emergency Alert: A notification from the MCPTT UE to the MCPTT service that the MCPTT User has an emergency condition.

MCPTT Emergency Group Call: A group call processed with a very high level of priority. If required, in-progress group calls are pre-empted in order to provide the resources for the Emergency Group Call.
MCPTT Emergency State: A heightened condition of alarm for an MCPTT User indicating a need for immediate assistance due to a personal life-threatening situation.

MCPTT Group: A GCSE Group being used for MCPTT.

MCPTT Group Member: An MCPTT User who has been authorized to participate in Group Communications of a particular MCPTT Group. An MCPTT User may simultaneously be a group member of one or more MCPTT groups.

MCPTT Request: The action taken by an MCPTT User to request the right to transmit voice on an MCPTT Session.
MCPTT Session: An MCPTT Session is an audio communication session established between MCPTT Users.
MCPTT User: A user, identified by a subscription to an MCPTT service, who has a UE with the capability to participate in MCPTT services.

Participant: An MCPTT User who is currently receiving and/or transmitting in an MCPTT Group Call or a Private  (1:1) Call.

Participant type: Functional category of the participant (e.g. Normal, Supervisor, Dispatch, Supervisor Dispatch), typically defined by the MCPTT Administrators. At any moment in time in a call, a participant is of only one type.

Personality Provisioning: The ability to implement into an MCPTT UE the characteristics indicative of a specific agency’s user(s) with particular access to MCPTT Groups associated with that agency.  These characteristics may include Group IDs, Group ID alias, Talker ID, Talker ID alias, Group scanning lists, and other parameters that are required by an MCPTT User when using the MCPTT service.
Pre-emption: The act of terminating on-going calls in order to free up resources for a higher priority call request.

Project 25 RFSS: A Project 25 Radio Frequency (RF) Subsystem as defined in the TIA-102 specifications.
Receiving MCPTT Group Member: An Affiliated MCPTT Group Member who is currently receiving Group Communication from an MCPTT Group.
Selected MCPTT Group: The MCPTT Group that a particular MCPTT Group Member uses for transmission. An MCPTT Group Member may have zero, one or multiple Selected MCPTT Groups.
System Call: A special case of a Broadcast Group Call that is transmitted to all users in a dynamically defined geographic area.

Talker ID: An application layer identity that uniquely identifies the current speaker and may represent either an MCPTT User or, in P25 systems, a subscriber unit.
Top of Queue: When resources are not available to grant a call request, groups with “top of queue” priority are queued and are allocated system resources prior to any lower priority call requests.

Transmitting MCPTT Group Member: An Affiliated MCPTT Group Member who is currently transmitting a Group Communication to a Selected MCPTT Group.
User-Broadcast Group: A collection of users defined by the MCPTT Administrator (e.g. representing a particular organizational structure) and intended to be the recipients of Broadcast Group Calls.

User Regroup: The temporary combining of a multiplicity of users into a new group.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

P25
Project 25 

RFSS
Radio Frequency (RF) Subsystem as defined in the TIA-102 specifications (P25).

================= Second  Change ===================
New Section:
4.X
Initiating use of the MCPTT service

Following authentication to the MCPTT Service, an MCPTT User shall become a Connected MCPTT User. This means that an MCPTT user has joined the MCPTT service and will be able to communicate using network supported MCPTT functionality he is authorised to use.

A Connected MCPTT User that is not Affiliated to any MCPTT Groups shall not receive any MCPTT Group Communications. However if the Connected MCPTT User is authorised to make Private Calls the user shall be able to become a Private Call Participant should the user initiate a Private Call or receive a request to initiate a Private Call.

A Connected MCPTT User shall be able to become an Affiliated MCPTT Group Member for MCPTT Group(s) that he is a member of. 

An MCPTT User shall be able to use Off-Network MCPTT services if the user has authenticated to the client on their MCPTT UE.

An Off-Network MCPTT User shall be able to affiliate to and have Selected MCPTT Group(s) for use Off-Network, so that if authorised the user can transmit and receive on Off-Network Groups.

An Affiliated MCPTT Group Member of a group is interested in Communicating to/ or from that group, and he shall become a Receiving MCPTT Group Member if others transmit on that MCPTT Group. 

An Affiliated MCPTT Group Member shall be able to indicate which MCPTT Group(s) he wants as Selected MCPTT Group(s). 

If the Floor control permits the Affiliated MCPTT Group Member to transmit, the Affiliated MCPTT Group Member shall become a Transmitting MCPTT Group Member only on his Selected MCPTT Group(s).

The MCPTT service should provide a mechanism for an MCPTT Administrator to limit the number of Groups (m) that an MCPTT User can affiliate to at a time.

Note: The most common mode of operation is for an MCPTT User to have one MCPTT Group that they are affiliated to at a point in time.

The MCPTT service should provide a mechanism for an MCPTT Administrator to limit the number of Groups (n) that an MCPTT User affiliated to multiple MCPTT Groups can Select at a time.

Note: The most common mode of operation is for an Affiliated MCPTT Group Member to have one Selected MCPTT Group.

An Affiliated MCPTT Group Member shall be able to revoke his affiliation from an MCPTT Group if he is no longer interested in Communicating to/ or from that group.
An Affiliated MCPTT Group Member shall be able to de-select an MCPTT Group if he is no longer interested in having that MCPTT Group as the Selected MCPTT Group that he will transmit to, when he initiates an MCPTT Request.

An MCPTT User shall be able to Affiliate to and Select an MCPTT Group in one step.

An MCPTT User shall be able to revoke his affiliation to and de-select a Selected MCPTT Group in one step.

The MCPTT service shall allow an authorised user (e.g. dispatcher) to change a Connected MCPTT User(‘)s(‘)  Selected MCPTT Group, and notify this to the Connected MCPTT User(s).  
The MCPTT service shall update changes to Connected MCPTT Users’ Affiliations and Selected Groups with a minimal delay.   

================= Third Change ===================
4.2
Floor Control

The floor control functionality in an MCPTT service shall determine at a point in time which participant(s) are allowed to transmit to other participant(s).

An authorized participant shall be able to request to transmit to an MCPTT Group or an individual participant.

If an Affiliated MCPTT Group Member has multiple Selected MCPTT Groups the Floor control mechanism for the different MCPTT Groups shall only allow the Affiliated MCPTT Group Member to become a Transmitting MCPTT Group Member for those Selected MCPTT Groups if the transmission can be delivered to all Selected MCPTT Groups at the same time. (ie the Transmitting MCPTT Group Member has been granted permission to transmit by the Floor control mechanism for each Selected MCPTT Group.)
Following a request to transmit, a participant that is allowed to transmit shall be given an indication that he is able to transmit to the MCPTT Group or an individual participant.

Following a request to transmit, a participant that is not allowed to transmit shall be given an indication that the request to transmit was rejected or queued.

Editor’s Note: De-queuing requirements are FFS 

Receiving participant(s) shall receive the audio from one transmitting participant. 

The MCPTT service shall provide a mechanism for participants, participant types, urgent transmissions (e.g., Distress Call) to override an active MCPTT transmission of a transmitting participant.

When an authorized participant overrides an MCPTT transmission, the MCPTT service shall provide a means of notifying the overridden talker(s) that the transmission has been overridden.  

The MCPTT service shall indicate whether the overridden participant may continue to transmit or should become a receiving participant.

The MCPTT service shall enable MCPTT Administrators to create a priority hierarchy for determining what participants, participant types, and urgent transmission shall be granted a request to override an active MCPTT transmission.

The priority hierarchy used for granting a request to override an active MCPTT transmission shall contain at least four (4) levels.
When an authorized participant overrides an MCPTT Group transmission, it shall be possible for authorized participants to listen to both the overriding and overridden MCPTT Group transmissions dependent on configuration.

When an authorized participant overrides an MCPTT transmission, an MCPTT Administrator shall be able to configure which MCPTT Group transmission a participant(s) receives, overriding and/or overridden.

The floor control functionality shall ensure that there is a single transmitting participant when there are simultaneous requests to transmit within the same call. 

The transmitting participant shall be determined by the relative floor control priorities of the participants and call types.

A transmitting participant can indicate to the MCPTT service that he no longer wants to transmit and therefore audio will stop being transmitted to the receiver participant(s) until an authorized participant sends a subsequent request to transmit.

The floor control functionality shall have a configurable limit for the length of time that a participant can transmit from a single request to transmit.

Editor’s Note: Call set up and termination criteria requirements are FFS  
