3GPP TSG-SA WG1 Meeting #66bis on MCPTT and GCSE
S1-142051
Dublin, Ireland, 15 – 17 July 2014
(revision of S1-14xxxx)
Title:
Requirements for Common Off-Network and On-Network 
Agenda Item:
5.0 MCPTT: Mission Critical Push to Talk over LTE
Source:
US Department of Commerce
Contact:
Bruce Ward (bward@its.bldrdoc.gov)
Abstract: A list of requirements common to Off-Network and On-Network.
The following requirements are based on the public safety and TIA TR 8.8 requirements.

There is no ordering associated with these requirements.  The numbers are present to ease the discussion.  These numbers will be removed when added to the TS.  Later all requirements  in the TS will be numbered according to the chair’s updated procedures (S1-140116) used on ProSe TR 22.803

Suggest to add these requirements into the common Off-Network and On-Network section of the draft TS 22.179.
Note 1:  See addtional requirements for common Off-Network and On-Network into SA1 WG Dublin in contributions S1-142067 and S1-142068.
Note 2: MCPTT Requirements specific to the MCPTT Service when operating Off-Network are defined in section 6.0 (See contributions S1-142005, S1-142065 and S1-142066).
7.0 Common Off-Network and On-Network 
7.1 Overview 

The following common Off-Network and On-Network MCPTT Requirements apply whether the MCPTT Service is in use Off-Network or On-Network.   MCPTT Requirements specific to the MCPTT Service when operating Off-Network are defined in section 6.0. 
7.2 Floor Control 

Note: Add Requirements for Floor Control Common to Off-Network and On-Network MCPTT Service here.
7.3 General Group Call 
1. The MCPTT Service shall provide a mechanism by which a UE can determine the currently defined MCPTT Groups for which it is authorized.
2. The MCPTT Service shall provide a mechanism by which an MCPTT UE can determine the MCPTT Groups which are currently transmitting for which it is authorized.
3. The MCPTT Service shall provide a mechanism by which an MCPTT User can determine the currently defined MCPTT Groups for which he is authorized.
4. The MCPTT Service shall provide a mechanism by which an authorized MCPTT user can determine which MCPTT Groups are active.
5. The MCPTT Service shall support an MCPTT user’s ability to affiliate to a multiplicity of MCPTT Groups.
6. The MCPTT Service shall allow the MCPTT Administrator to designate specific MCPTT Groups to be inaccessible to other users, including dispatchers or supervisors.

7.4 Broadcast Group Call 

1. The MCPTT service shall support Broadcast Group Calls from authorized MCPTT Users as determined by the MCPTT Administrator. 

Note: Add additional Broadcast Group Call Requirements here.

7.5 Late Call Entry 
1. The MCPTT Service shall support late call entry.
7.6 Dynamic Group Management  
Note: Add Requirements for Dynamic Group Management common to Off-Network and On-Network MCPTT Service here.
7.7 Call Monitoring 
1. The MCPTT Service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by an MCPTT Administrator and/or authorized user.

2. The MCPTT Service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5) of MCPTT Group transmissions that a UE can simultaneously receive.

3. The MCPTT Service should provide a mechanism for an MCPTT Administrator and/or authorized user to order the MCPTT Groups being monitored by the UE.

4. The MCPTT Service should provide a mechanism for a MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are monitored by the UE.

5. The MCPTT Service shall provide a mechanism for an authorized UE to prioritize the order in which multiple MCPTT Groups are monitored by the UE.
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