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Abstract: A list of requirements for Off network.
The following requirements are based on the public safety and TIA TR 8.8 requirements.

There is no ordering associated with these requirements.  The numbers are present to ease the discussion.  These numbers will be removed when added to the TS.  Later all requirements  in the TS will be numbered according to the chair’s updated procedures (S1-140116) used on ProSe TR 22.803

Suggest to add these requirements in the Off-Network section of the draft TS 22.179.

Note 1:  See addtional requirements for Off-Network into SA1 WG Dublin in contributions S1-142005 and S1-142066.

Note 2: Section 6.1 “Overview” in contribution S1-142005 indicates: The following MCPTT Requirements are specific to the MCPTT Service when operating Off-Network. Common MCPTT requirements are defined in section 7.0 and apply whether the MCPTT Service is in use Off-Network or On-Network (See contributions S1-142051, S1-142067 and S1-142068).
6.0 Off Network 
6.7 Off-Network Private (individual; 1-to-1; 1:1) Call 
1. The Off-Network MCPTT Service shall provide a means by which an Off-Network MCPTT UE can make a 1-to-1 transmission to any MCPTT UE operating Off-Network within communication range for which it is authorized.
2. The Off-Network MCPTT Service should provide a mechanism for an MCPTT UE operating Off-Network to query whether a particular MCPTT UE operating off-network is within communication range. 
6.8 Off-Network MCPTT Priority Requirements 

Note: Add Requirements for Off-Network MCPTT Priority here

6.8.1 Call Types based on Priorities

6.8.1.1. Off-Network MCPTT Emergency Group Call Requirements
1. The Off-Network MCPTT Service shall provide a mechanism for the initiator of an Off-Network MCPTT Group Call to change the Off-Network MCPTT Group Call in Progress to an Off-Network MCPTT Emergency Group Call.  

2. An Off-Network MCPTT UE shall provide the talker ID of the initiator of an Off-Network MCPTT Emergency Group Call and an indication that it is an Off-Network MCPTT Emergency Group Call to active members of the Off-Network MCPTT Group within communication range. 
3. An Off-Network MCPTT UE shall maintain knowledge of the Off-Network In-Progress MCPTT Emergency Group Call, until cancelled. 
6.8.1.2 Off-Network MCPTT Emergency Group Call Cancellation Requirements

1. The Off-Network MCPTT In-Progress Emergency cancellation and the identity of the cancelling user shall be distributed to active members of the Off-Network MCPTT Group within communication range. 
6.8.1.3 Imminent Peril Call 
Note: Add Requirements for Imminent Peril Call here
6.9 Off-Network Talker ID 
1. The Off-Network MCPTT Service shall provide a mechanism for an MCPTT Administrator and/or authorized user to assign a pre-configured Talker ID for each MCPTT participant.

2. The Off-Network MCPTT Service shall provide a mechanism for an MCPTT Administrator and/or authorized user to assign a pre-configured alphanumeric identifier (with a minimum length of N3) (i.e., Alias ID) for each Talker ID. 
3. The Off-Network MCPTT Service shall provide a mechanism for an MCPTT Administrator and/or authorized user to pre-configure the Talker ID, Alias ID, Off-Network MCPTT Group, and, if available, Public Safety Entity name for display by the UE. 
6.10 
Off-Network Personality Management 
1. The Off-Network MCPTT Service shall provide a mechanism for an MCPTT Administrator and/or authorized user to preconfigure the personality of Off-Network MCPTT UEs within their authority.
2. The Personality Provisioning characteristics shall be construed to be sensitive user information and shall be provided end-to-end confidentiality when transferred between MCPTT UEs operating Off-Network.
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