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=============================== Begin Changed Section =================================
5.1.1
High level requirements

The ability to make use of the Group Communication System Enabler provided by the 3GPP system shall be enabled on a Group Member basis. 

The system shall provide a mechanism to indicate network support of Group Communication System Enabler to the UE.
The UE shall have the ability to indicate the network support of Group Communication System Enabler to the user.
Group Communication System Enabler shall support various media such as conversational type communication (e.g. voice, video) or streaming (e.g. video) or data (e.g. messaging) or a combination of them.

The system shall be able to uniquely identify a GCSE group. The system shall be able to uniquely identify a Group Member within a GCSE group
The system shall provide a mechanism to send a Group Communication to all Receiver Group Members. 
Only Receiver Group Members of the GCSE Group shall be able to receive from that GCSE Group via Group Communication.
The system shall be able to authorise a Group Member to become a Transmitter Group Member.

A Transmitter Group Member shall be able to transmit to a GCSE Group that it is a member of, with or without being a Receiver Group Member of that GCSE Group.




The system shall provide a mechanism for a Group Member that is not connected via a 3GPP network, to communicate in a Group Communication for a GCSE Group that it is a member of.

Note 2: 
This requirement accommodates the need to support a console-type dispatching device, which is most often a wired device used in Group Communications by Public Safety.
=============================== End Changed Section =================================
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