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---Start of the 1st Change---
6.1.7
Considerations on the number of ACDC categories
At least four ACDC categories are required. An example of application categories is shown below for illustrative purposes:
-
infrastructure critical applications e.g. for electricity grid

-
transportation critical applications e.g. for railways

-
disaster-relief person-finder applications e.g. DMB

-
business critical applications e.g. for banking transactions

-
medical applications e.g. heart monitor

---Start of the 2nd Change---
6.1.8
Considerations on assigning, structuring and restricting ACDC categories
ACDC categories are ranked in the order of the probability of being restricted. Typically, the operator assigns an application that needs minimal restriction to a higher ranked ACDC category.
In normal operations, it is expected that the operator will place greater restriction on lower ranked ACDC categories when ACDC is activated in the network. This should reduce the impact to applications in a higher ranked ACDC category.  Structuring controls in this way will ensure that the same principle will hold for roaming UEs, if the visited operator choses to make ACDC applicable to roamers.
In practice, there may be many applications on a UE that are not assigned an ACDC category.  Such applications should be treated by the UE as part of the lowest ranked ACDC category.  If the operator requires differentiation with respect to these uncategorized applications, the operator should avoid assigning applications to the lowest ranked ACDC category.
---Start of the 3rd Change---
7.1
Consolidated requirements

The following requirements are consolidated from the requirements associated with the use cases in section 5 of this TR.

-
[CPR-7.1-001] This feature shall be applicable to UTRAN and E-UTRAN.

-
[CPR-7.1-002] This feature shall be applicable to UEs that are not a member of one or more of Access Classes 11 to 15.

-
[CPR-7.1-003] The home network shall be able to configure a UE with at least four ACDC categories to each of which particular, operator-identified applications are associated. The categories shall be ranked in order of the probability of being restricted.

NOTE:
Provisioning of the ACDC categories in the UE is the responsibility of the HPLMN operator, and the categorization is outside the scope of 3GPP.

NOTE:
A mechanism needs to be provided that enables the UE to verify that the provisioning of the configuration originates from a trusted source.

-
[CPR-7.1-004] The serving network shall be able to broadcast, in one or more areas of the RAN, control information per each ACDC category, indicating e.g. barring rates, and whether a roaming UE shall be subject to ACDC control.

-
[CPR-7.1-005] The UE shall be able to control whether or not access attempt for certain application is allowed, based on this broadcast control information and the configuration of categories in the UE.

NOTE:
Communication already in progress is exempted from this control.

-
[CPR-7.1-006] The serving network shall be able to simultaneously indicate ACDC with other forms of access control.

-
[CPR-7.1-006.1] When both ACDC and ACB controls are indicated, ACDC shall override ACB.

-
[CPR-7.1-007] In the case of multiple core networks sharing the same access network, the access network shall be able to apply ACDC for the different core networks individually. For the mitigation of congestion in a shared RAN, barring rates should be set equal for all Participating Operators.
---End of the Changes---
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