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Abstract: This contribution proposes a new requirement to address and remove the Editor’s note from clause 6.1.1, General Aspects and remove editor’s note from 6.1.3.2.
Based on modifications, add new number, N9, to table in Annex A
========= First Change ===============

6
MCPTT Service Requirements Specific to On-Network Use

6.1
Floor Control

6.1.1
General aspects
The floor control functionality in an MCPTT service shall determine at a point in time which Participant(s) are allowed to transmit to other Participant(s).

Receiving Participant(s) shall receive audio from one transmitting Participant. The only exception is if an MCPTT Group is configured to allow simultaneous Transmitting MCPTT Group Members in override.


The MCPTT service shall provide a mechanism for the MCPTT Administrator to configure the number (maximum of N9) of simultaneous audios received by an MCPTT User in a single MCPTT Group.
========= Second Change ===============
6.1.3.2
Override – Simultaneous Transmitting MCPTT Group Members.

If the MCPTT Group has been configured to allow both overriding and overridden transmitting Participants, authorized receiving Participants shall be allowed to listen to both the overriding and overridden Participant transmissions, dependent on configuration.


========= Third Change ===============
Annex A (informative):
Variables

	Variable
	Meaning
	Value
	Reference

	B1
	Number of levels of group hierarchy
	
	6.6.2

	B2
	Number of levels of user hierarchy
	
	6.6.3

	KPI 1
	MCPTT Access time
	< [300] ms
	6.14.1.2

	KPI 2
	End-to-end MCPTT Access time
	< [1000] ms
	6.14.1.2

	KPI 3
	Mouth-to-ear latency
	< [300] ms
	6.14.1.2

	KPI 4a
	Maximum Late Call Entry time (without application layer encryption)
	< [400] ms
	6.14.2.2

	KPI 4b
	Maximum Late Call Entry time (with application layer encryption)
	< [600] ms
	6.14.2.2

	N
	Number of users at top of queue
	
	6.15.1

	N1
	To be Determined
	
	6.2.2

	N3
	Minimum length of alphanumeric identifiers (i.e., Alias ID)
	
	5.7, 6.2.4, and 7.2

	N4
	Number of simultanious calls received by a UE
	
	5.4

	N5
	Total number of MCPTT Group transmissions that a UE can receive
	
	5.4

	N6
	Number of simultanious calls received by a user
	
	6.9

	N7
	Total number of MCPTT Group transmissions that a user can receive
	
	6.9

	N8
	Minimum number of simultaneous Off-Network MCPTT calls supported by an Off-Network MCPTT UE.
	
	7.7

	N9
	maximum number of simultaneous audios received by an MCPTT User in a single MCPTT Group
	
	6.1.1


