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Abstract: This contribution proposes the removal of the three Editor’s notes from clause 3.1, Definitions.
First editor’s note:

The editor’s note under Off-Network MCPTT Service can be removed because according to TR 21.801, “The form of a definition shall be such that it can replace the term in context.  The editor’s note does not contain any addtional information for the concept, but instead implies a potential to specify requirements, which is not permitted to be part of the definition.
Second editor’s note:

The editor’s note under participant type can be removed by moving the second sentence with modifications to be the last item of clause 5.1.
“At any moment in time in a call, only one participant type shall be used.”
Third editor’s note:

The editor’s note under Selected MCPTT Group can be removed by moving the second sentence with modifications to be the last item of clause 6.1.2.
“The MCPTT service shall provide a mechanism for an MCPTT Group Member to select zero or one Selected MCPTT Group.”
=========  First set of changes – removal of the three Editor’s notes and the statements not appropriate for the definitions’ clause ===============

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Affiliated MCPTT Group Member: An MCPTT Group Member who has indicated an interest in the group and is allowed to receive and/or transmit Group Communications from/to the particular MCPTT Group. 

Broadcast Group Call: A group call where the initiating MCPTT User expects no response from the other MCPTT Users, so that when his transmission is complete, so is the call. 

Call Commencement Mode: This is a setting that determines the conditions under which a call will start.
Dispatcher: A person who operates a device or system to allow access to MCPTT systems and services used for command and control purposes.
Floor control: This is the arbitration system in an MCPTT service that determines who has the authority to transmit (talk) at a point in time. This functionality is used in MCPTT Private Calls and MCPTT Group Calls.
Group-Broadcast Group: A collection of groups defined by the MCPTT Administrator (e.g. representing a particular organizational structure) and intended to be the recipients of Broadcast Group Calls. 
Group Regroup: The temporary combining of a multiplicity of groups into a single group.

Imminent Peril Call: A call prioritized in the event of immediate threat to any human life such as resulting from an authorized user’s observation of or engagement in a situation involving imminent peril to the general public (e.g., forest fire about to encircle campers, tanker truck ready to explode near a school, casualties at scene of a car bombing).  Imminent peril is an urgent call and highlights the potential of death or serious injury.

In-progress Emergency: An emergency condition for a group that has been accepted by the MCPTT service, but has not yet been cancelled by an authorized user.

In-progress Imminent Peril: An Imminent Peril Group Call was granted and it has not yet been cancelled by an authorized user.

Location: The current physical location (i.e., co-ordinates plus estimated accuracy and timestamp) of the MCPTT UE that can be cross-referenced to a map.

Losing audio: Audio of an overridden talker that is not dismissed, but instead allowed to be routed to suitable authorized receivers.

MCPTT Administrator: An individual authorized to control parameters of the MCPTT service for an organization including, for example, user and group definition, user/group aliases, user priorities, group membership/priorities/hierarchies, security and privacy controls, etc.
MCPTT Emergency Alert: A notification from the MCPTT UE to the MCPTT service that the MCPTT User has an emergency condition.

MCPTT Emergency Group Call: A group call processed with a very high level of priority. If required, in-progress group calls are pre-empted in order to provide the resources for the Emergency Group Call.
MCPTT Emergency State: A heightened condition of alarm for an MCPTT User indicating a need for immediate assistance due to a personal life-threatening situation.

MCPTT Group: A GCSE Group being used for MCPTT.

MCPTT Group Member: An MCPTT User who has been authorized to participate in Group Communications of a particular MCPTT Group.

MCPTT Request: The action taken by an MCPTT User to request the right to transmit voice on an MCPTT Session.
MCPTT Session: An MCPTT Session is an audio communication session established between MCPTT Users.
MCPTT User: A user, identified by a subscription to an MCPTT service, who has a UE with the capability to participate in MCPTT services.
Off-Network MCPTT Service: The collection of functions required to provide MCPTT using ProSe Discovery and the ProSe Communication path described in TS 22.278 [5] as a direct communication between UEs using E-UTRA.


Participant: An MCPTT User who is currently receiving and/or transmitting in an MCPTT Group Call or a Private Call.

Participant type: Functional category of the participant (e.g. Normal, Supervisor, Dispatch, Supervisor Dispatch), typically defined by the MCPTT Administrators. 

Personality Provisioning: The ability to implement into an MCPTT UE the characteristics indicative of a specific agency’s user(s) with particular access to MCPTT Groups associated with that agency.  
Note: Some characteristics are Group IDs, Group ID alias, Talker ID, Talker ID alias, Group scanning lists, and other parameters that are required by an MCPTT User when using the MCPTT service.
Pre-emption: The act of terminating on-going calls in order to free up resources for a higher priority call request.

Private Call: A two-way call between a pair of MCPTT users using the MCPTT service and MCPTT floor control.

Project 25 RFSS: A Project 25 Radio Frequency (RF) Subsystem as defined in the TIA-102 specifications.
Receiving MCPTT Group Member: An Affiliated MCPTT Group Member who is currently receiving Group Communication from an MCPTT Group.
Selected MCPTT Group: The MCPTT Group that a particular Affiliated MCPTT Group Member uses for transmission. 
System Call: A special case of a Broadcast Group Call that is transmitted to all users in a dynamically defined geographic area.

Talker ID: An application layer identity that uniquely identifies the current speaker and represents either an MCPTT User or, in P25 systems, a subscriber unit.
Top of Queue: When resources are not available to grant a call request, groups with "top of queue" priority are queued and are allocated system resources prior to any lower priority call requests.

Transmitting MCPTT Group Member: An Affiliated MCPTT Group Member who is currently transmitting a Group Communication to a Selected MCPTT Group.
User-Broadcast Group: A collection of users defined by the MCPTT Administrator (e.g. representing a particular organizational structure) and intended to be the recipients of Broadcast Group Calls.

User Regroup: The temporary combining of a multiplicity of users into a new group.

========= Second set of changes – Placement of modified statement in clause 5.1 ===========

5.1
General Requirements

The MCPTT service shall provide a mechanism by which an MCPTT UE can make a 1-to-many MCPTT transmission to any MCPTT Group(s) for which it is authorized.
Note: For Off-Network use, only group member UEs within communication range will receive the transmission.

The MCPTT service shall provide a mechanism by which an MCPTT User can determine the currently defined MCPTT Groups for which the user is authorized.
The MCPTT service shall provide a mechanism by which an MCPTT UE can determine the currently defined MCPTT Groups for which it is authorized.
The MCPTT service shall provide a mechanism by which an MCPTT UE can determine the MCPTT Groups which are currently transmitting for which it is authorized.

The MCPTT service shall provide a mechanism by which an authorized MCPTT User can determine which MCPTT Groups are active.
The MCPTT service shall support an MCPTT User’s ability to affiliate to one or more MCPTT Groups.
The MCPTT service shall allow the MCPTT Administrator to designate specific MCPTT Groups to be inaccessible to other users, including dispatchers or supervisors.

At any moment in time in a call, only one participant type shall be used.
========= Third set of changes – Placement of modified statement in clause 6.1.2 ===========

6.1.2
Requesting permission to transmit

An authorized participant shall be able to request to transmit to an MCPTT Group or an individual participant.

The floor control functionality shall determine the transmitting Participant(s) when there are simultaneous requests for permission to transmit within the same call.

Following an MCPTT Request for permission to transmit, the Affiliated MCPTT Group Member that is allowed to transmit shall be given an indication that the member is allowed to transmit on the member’s Selected MCPTT Group. 

Following an MCPTT Request for permission to transmit, an Affiliated MCPTT Group Member that is not allowed to transmit on the Selected MCPTT Group shall be given an indication that permission to transmit was rejected or queued.

Editor’s note: Further study needed if floor control queuing, with the depth of one, should be supported.

Following an MCPTT Private Call request for permission to transmit, the MCPTT User that is allowed to transmit shall be given an indication that the user is allowed to transmit to the targeted MCPTT User. 

Following an MCPTT Private Call request for permission to transmit, an MCPTT User that is not allowed to transmit shall be given an indication that the permission to transmit was rejected.

The MCPTT service shall provide an indication to receiving Participants that the transmitting Participant is starting to transmit.
Editor’s Note: De-queuing requirements are FFS 

The MCPTT service shall provide a mechanism for an MCPTT Group Member to select zero or one Selected MCPTT Group.
