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Introduction

Overview
TS 22.179 contains many requirements that require that the MCPTT Service shall perform a function based on a configurable trigger, without including a requirement that an MCPTT Administrator shall be able to configure the system accordingly.

This submission shows the new administrative requirements in the context of the base requirements that inspired them. A later submission may group all administrative requirements into a different section.
>>>>>>>>>>>>>>>>>>>>>> Start of First Change <<<<<<<<<<<<<<<<<<<
6.15.4.3
MCPTT Emergency Alert 

6.15.4.3.1 
Requirements

The MCPTT service may allow UEs that are unauthorized, not registered, or authenticated to activate the MCPTT Emergency Alert capability.

The MCPTT User shall be notified that the MCPTT Emergency Alert was received by the MCPTT service.

The MCPTT service shall be configurable on how the user is notified (visual, audio, or not at all (i.e., silent)).
The MCPTT service shall enable an MCPTT Administrator to configure how the user is notified of an incoming alert. (visual, audio, or not at all (i.e., silent)).
The MCPTT service shall maintain knowledge of the MCPTT Emergency State of the UE, until cancelled.

The MCPTT service shall be able to inform an MCPTT UE of active MCPTT Emergency Alerts after successful registration/authentication with the MCPTT service.

6.15.4.3.2
MCPTT Emergency Alert Cancellation Requirements

The MCPTT service shall allow authorized users to cancel any MCPTT UE’s MCPTT Emergency Alert from the system. 

The MCPTT service shall enable an MCPTT Administrator to authorize a user to cancel, from the system, an MCPTT Emergency Alert initiated by another user. 

>>>>>>>>>>>>>>>>>>>>>> End of First Change <<<<<<<<<<<<<<<<<<<
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