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Abstract: Scope and updated references for draft TS
This contribution proposes a “Scope” clause for the new draft TS (22.346). A reference in clause 5.2.2 is corrected. The proposals are presented as text changes to the draft TS contained in S1-141528 which was agreed at SA1#66 as the basis for future contributions.

Proposed text changes:

<< FIRST CHANGE >>

1
Scope

The present document specifies the service requirements for Isolated E-UTRAN Operation in support of mission critical network operation for Public Safety. In particular, requirements are specified for:

-
Initiation of Isolated E-UTRAN operation.

-
Ongoing Isolated E-UTRAN operation.

-
Termination of Isolated E-UTRAN operation.
-
Security aspects of Isolated E-UTRAN operation.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.101: "Services aspects; Service principles".
<< SECOND CHANGE >>
5.2
Subscriber and service management requirements

5.2.1
Introduction (informative)

In order to provide efficient Isolated E-UTRAN operation it is necessary that eNBs (and NeNBs) capable of forming and joining an Isolated E-UTRAN are able to support certain functions locally thereby providing services of importance to the Public Safety community.

5.2.2
Requirements

Public Safety UEs served only by an Isolated E-UTRAN will not possess user plane connectivity to an external IP network due to the absence of backhaul connectivity to the Mobile Operator Network. The Isolated E-UTRAN may support Selected IP Traffic Offload at the Local Network, compatible with the service principles defined in [2], in order to provide connectivity to external IP networks (e.g. internet) when a backhaul connection (limited or otherwise) is present.

<< END OF CHANGES >>

