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Abstract: 

The editor's notes in clause 6.9 of 22.179 pertain to transmission override, discreet listening, and performance requirements being FFS.  However, requirements have been added to address the first two of these topics.
Regarding override requirements, the text used in the 2nd Editor’s Note regarding call override is not correct.  Call override does not exist. A call is pre-empted or a transmission is overridden. Several clauses include requirements for override of an On-Network MCPTT Private Call transmission.
6.2.3.3.1: 

 "The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure MCPTT Private Calls to allow only the overriding participant to transmit or to allow both the overriding and overridden participant to transmit."
6.9:

 "Within an MCPTT Private Call, the MCPTT service shall provide a mechanism by which specified participants or participant types (e.g.dispatch) have the ability to override an active PTT transmission of the other participant in the private call."
6.13:  
"The MCPTT service shall provide the mechanisms to allow an MCPTT User to override or log off remotely from other MCPTT UEs."
Regarding discreet listening requirements, a new clause was added specifically for discreet listening with the following requirement: 

6.17.1:
"The MCPTT service shall provide a mechanism for an MCPTT Administrator to receive MCPTT Group or Private Call transmissions from any MCPTT User within their authority without noticeable impact on or knowledge of the user."
With the requirements provided in the clauses as noted above, two of the three editor's notes can be deleted.
Note: This contribution addresses action items F_14, F_15, 109 and 110 in the Action Items for 3GPP SA1 #67 bis and SA1 #68 document distributed by the MCPTT Rapporteur to the SA1 WG in October 2014. 

Specific action items F_14 and F_15 addressed:

F_14
6.9 Editor' Note: Discrete listening requirements are FFS.


F_15
6.9 Editor' Note: Call override capabilities are FFS.

109) Clause 6.9: There is no such thing as a call override. A call is pre-empted or a transmission is overridden.

110) Clause 6.9 Are the requirements of 6.17 sufficient to remove editor's note?  If not, the first editor's note: Change discrete to discreet.

Proposed text change: 

6.9
Private Call

The MCPTT service should provide a mechanism for authorized MCPTT Users to query whether a particular MCPTT User is present on the network.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure whether the presence on the network of a particular MCPTT User is available.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is present on the network.

The MCPTT service should provide a mechanism for authorized MCPTT Usersto query whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure whether the ability to participate in Private Calls of a particular MCPTT User is available.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

The MCPTT service shall provide a mechanism (i.e. MCPTT Private Call callback request) for the calling party of an MCPTT Private Call to request that the called party (at earliest convenience) place a call to the calling party.

The MCPTT service shall provide a mechanism for the calling party of an MCPTT Private Call to assign a priority indication (low, normal, urgent) to any call back request.

The MCPTT service shall provide an MCPTT UE receiving an MCPTT Private Call callback request with an indication of the assigned callback priority assigned by the calling party.

The MCPTT service shall provide a mechanism for an MCPTT User to cancel a callback request.

The MCPTT service shall provide an MCPTT UE receiving an MCPTT Private Call callback request with an indication of which MCPTT User called and when.

Within an MCPTT Private Call, the MCPTT service shall provide a mechanism by which specified participants or participant types (e.g.dispatch) have the ability to override an active PTT transmission of the other participant in the private call.



Editor' Note: Performance specifications are FFS.

The MCPTT service shall provide a mechanism by which an MCPTT User can make a private call to local Dispatcher based on the MCPTT user's current location.
