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Summary

Chapter 6.10.6.3.1 in TS 22.179 v1.0.0. has three sentences that contains a bracket that says “(visual, audio, or not at all (i.e. silent))” But “not at all” is not the same as “silent” since it is for instance possible to use a buzzer. It is therefore suggested to change the brackets so that they only give examples “(e.g.visual, audio)”

Suggested change below

6.10.6.3
MCPTT Emergency Alert 

6.10.6.3.1 
Requirements

The MCPTT service may allow UEs that are unauthorized, not registered, or authenticated to activate the MCPTT Emergency Alert capability.

The MCPTT User shall be notified that the MCPTT Emergency Alert was received by the MCPTT service.

The MCPTT service shall be configurable on how the user is notified (e.g. visual, audio).

 The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure how an MCPTT User is notified of an incoming MCPTT Emergency Alert. (e.g. visual, audio).

The MCPTT Service shall provide a mechanism for an MCPTT User to configure, subject to MCPTT Service policy, how they are notified of an incoming MCPTT Emergency Alert. (e.g. visual, audio).

The MCPTT service shall maintain knowledge of the MCPTT Emergency State of the UE, until cancelled.

The MCPTT service shall be able to inform an MCPTT UE of active MCPTT Emergency Alerts after successful registration/authentication with the MCPTT service.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure which MCPTT Group (e.g. selected or fixed) is used for the MCPTT Emergency Alert by an MCPTT User.

