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It is proposed to clarify the list of pre-provisioned data in subclause 7.2.
========= Change  ===============

7.2
General Off-Network MCPTT requirements

In order to operate Off-Network, an MCPTT UE shall be a ProSe-enabled UE, configured to use the direct communication path over E-UTRA. 

The Off-Network MCPTT service shall make use of the ProSe capabilities related to ProSe Communication using the direct communication path between ProSe-enabled UEs using E-UTRA as defined in TS 22.278 [5].

An MCPTT UE shall be pre-provisioned by an MCPTT Administrator and/or authorized user with the following in order to operate using Off-Network MCPTT:

a)
an MCPTT User Profile associated with each of the intended users of the UE;


b)
a number of Off-Network MCPTT Groups for use by the MCPTT User;



c)
authentication and end to end security keys. 

An MCPTT UE operating Off-Network shall be capable of transmitting the Talker ID, Alias ID, Off-Network MCPTT Group and, if available, Public Safety Entity Name of the user who is talking (i.e. whose UE is transmitting) to all other users in the call including MCPTT UEs operating Off-Network that enter the call late.

An MCPTT UE operating Off-Network shall be capable of transmitting the Talker location information of the user who is talking (i.e. whose UE is transmitting) to all other users in the call including MCPTT UEs operating Off-Network that are late entering a call in progress.

========= End of change ===============

