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Abstract: This contribution provides modifications to TS22.179 v1.0.0. in order to remove a requirement as accepted during SA1 #67.
Discussion

During SA1 #67, document S1-143575 was accepted as a revision of S1-143220.  When TS 22.179 was updated from v0.6.0 to 0.7.0 and subsequently 1.0.0, a requirement that was deleted in S1-143575 was not deleted from the TS.
Proposal

It is proposed to implement the agreed upon deletion of the requirement as follows: 

>>>>>>>>>>>>>>>>>> Start of Change <<<<<<<<<<<<<<<

5.5
Receiving from Multiple MCPTT Groups

The MCPTT Service shall require that MCPTT Users affiliate with MCPTT Groups prior to participation in the communications of those groups.

A MCPTT User shall be able to affiliate with a multiplicity of MCPTT Groups, subject to restrictions configured by the MCPTT Administrator.


The MCPTT service shall allow a UE to be receiving or transmitting in one MCPTT Group while simultaneously receiving additional MCPTT Groups.

The MCPTT service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by an MCPTT Administrator and/or authorized user.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5) of MCPTT Group transmissions that a UE can simultaneously receive.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N10) of MCPTT Private Calls in which a UE simultaneously participates.

The MCPTT service shall provide a mechanism to configure the number (N6) of calls to be simultaneously received by an MCPTT User, authorized by an MCPTT Administrator and/or authorized user. 

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N7) of MCPTT Group transmissions that an MCPTT User can simultaneously receive.

The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are presented by the UE.
>>>>>>>>>>>>>>>>>> End of Change <<<<<<<<<<<<<<<
