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Abstract: Change ‘Public Safety Agency’ and ‘Critical Communications Agency’ (neither defined in TS 22.179) to ‘Mission Critical Organization’ that is defined in TS 22.179 sub clause 3.1 ‘Definitions and abbreviations’. The term ‘agency’, a shortened form for ‘Public Safety Agency’ or ‘Critical Communications Agency’, is changed to ‘organization’.
+++++++++++++++++ Start Change 1 ++++++++++++++
3.1
Definitions
. . .
Participant type: Functional category of the participant (e.g. Normal, Supervisor, Dispatch, Supervisor Dispatch), typically defined by the MCPTT Administrators.

Personality Provisioning: The ability to implement into an MCPTT UE the characteristics indicative of a specific Mission Critical Organization’s user(s) with particular access to MCPTT Groups associated with that Mission Critical Organization. 

Note:
Some characteristics are Group IDs, Group ID alias, Talker ID, Talker ID alias, Group scanning lists, and other parameters that are required by an MCPTT User when using the MCPTT service.

Pre-emption: The act of terminating on-going calls in order to free up resources for a higher priority call request.

. . .

+++++++++++++++++ Stop Change 1 ++++++++++++++

+++++++++++++++++ Start Change 2 ++++++++++++++

4.6.1
MCPTT Priority Model
. . .

The User Static Attributes include information categorizing the user, possibly by several criteria (e.g. first responder, second responder, supervisor, dispatcher, administrator) as well as jurisdictional boundaries and possibly, a pre-configured system-wide individual priority level.

The Group Static Attributes include information about the nature/type of the group and the owning organization(s), the jurisdictional boundaries for transmitters and receivers within the group, the normal hours of operation for the group, pre-emption dispositions relative to other groups, and the default minimum priority of the group, i.e. the minimum priority characteristics that are guaranteed to all the participants in a group call associated with this group, regardless of their individual priority characteristics.

The User Dynamic Attributes include the user/participant's operational status (e.g. on/off duty), his location, the type of incident (e.g. MCPTT Emergency or Imminent Peril) he might be involved in and whether or not he initiated it, whether or not he is individually involved in a formally managed incident and if yes, the boundaries of the incident area, the incident severity and his assigned role in the resolution of the incident.
. . .

+++++++++++++++++ Stop Change 2 ++++++++++++++

+++++++++++++++++ Start Change 3 ++++++++++++++

5.9
Talker ID

The MCPTT service shall provide a mechanism for the Talker ID of an MCPTT User to be associated with that user's subscription.

The MCPTT service shall provide a mechanism for each Talker ID to be associated with an alphanumeric identifier (with a minimum length of N3) (i.e. Alias ID) assigned by an MCPTT Administrator and/or authorized user.

All UEs shall provide a configurable capability to display the Talker ID, Alias ID, MCPTT Group, and Mission Critical Organization Name.

+++++++++++++++++ Stop Change 3 ++++++++++++++

+++++++++++++++++ Start Change 4 ++++++++++++++

6.4.4
Identification and location information

The MCPTT service shall provide the Talker ID, Talker ID alias, Group ID, Group ID alias and, if available, Mission Critical Organization name of the transmitting participant to the receiving MCPTT UEs unless the transmitting participant's identity is restricted.

The MCPTT service shall provide location information of the transmitting MCPTT UE to receiving MCPTT UEs unless the location of the transmitting MCPTT UE is restricted.

The MCPTT service shall present users with human readable identifiers (with a minimum length of N3) for MCPTT Users (i.e. Talker ID alias) and for the MCPTT Groups (i.e. Group ID alias).
+++++++++++++++++ Stop Change 4 ++++++++++++++

+++++++++++++++++ Start Change 5 ++++++++++++++

6.6
Late Call Entry

The MCPTT service shall provide the Talker ID, Alias ID, MCPTT Group and, if available, Mission Critical Organization name of the Transmitting MCPTT Group Member to UEs that enter the call late.

The MCPTT service shall provide the Talker location information to UEs that are late entering a call in progress.

If an MCPTT Group call proceeds without all affiliated MCPTT Group Members (e.g. due to one or members being temporarily out of coverage during the call setup or in one or more higher priority calls), the MCPTT service shall attempt to add those affiliated members as the call proceeds and they become available.

If, during an ongoing MCPTT Group call, additional MCPTT Group Members affiliate with the group, the MCPTT service shall add those members to the group call.
+++++++++++++++++ Stop Change 5 ++++++++++++++

+++++++++++++++++ Start Change 6 ++++++++++++++

6.10.1
General

. . .

The MCPTT service shall provide a mechanism for an MCPTT Administrator to establish the priority hierarchy and characteristics of MCPTT Group transmissions.

The MCPTT service shall enable an MCPTT Administrator to prioritize MCPTT Groups in relation to other MCPTT Groups (with respect to transport and presentation).

The MCPTT service shall enable an MCPTT Administrator to set the priority for a subset of a Mission Critical Organization’s MCPTT Groups relative to other subsets of a Mission Critical Organization’s MCPTT Groups subordinate to the MCPTT Administrator's authority.

When determining priority for an MCPTT call or transmission, the MCPTT service shall use the MCPTT User/Participant's attributes (e.g. first/second responder, supervisor, dispatcher, on/off duty) and the MCPTT Group's attributes (e.g. type of group, owning organization of the group, type of incident, MCPTT Emergency, Imminent Peril).

The MCPTT service shall provide a means for the attributes used for determining the priority for MCPTT Users and Groups to influence the Priority and QoS for all MCPTT UEs associated with the MCPTT User.

. . .
+++++++++++++++++ Stop Change 6 ++++++++++++++

+++++++++++++++++ Start Change 7 ++++++++++++++

6.11
Talker ID

The MCPTT service shall provide a mechanism for Talker IDs to be assigned to MCPTT Users on a dedicated basis.

The MCPTT service shall provide a mechanism such that each MCPTT User has a globally unique Talker ID.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure the Alias IDs.

The MCPTT service shall provide the Talker ID, Alias ID, Selected MCPTT Group, and, if available, Mission Critical Organization name of the transmitting MCPTT User to all UEs that are receiving for display by the UE.

+++++++++++++++++ Stop Change 7 ++++++++++++++

+++++++++++++++++ Start Change 8 ++++++++++++++

6.17.4
Recording and Audit Requirements

The MCPTT service shall provide a mechanism for a Mission Critical Organization to log the metadata of the MCPTT Group and Private Call transmissions under the organization’s authority (e.g.start of call time, date, talker audio, Talker ID, Group ID, location information of the transmitting participant and end of call time).

If an MCPTT Group or Private Call uses end-to-end security, the MCPTT service shall provide a mechanism for a Mission Critical Organization to maintain the end-to-end security when the MCPTT Group or Private Call is logged.
+++++++++++++++++ Stop Change 8 ++++++++++++++

+++++++++++++++++ Start Change 9 ++++++++++++++

7.0
Off-Network Push-to-Talk Overview

. . .
For operation Off-Network (e.g. when out of network coverage), an MCPTT UE is pre-provisioned by an MCPTT Administrator and/or authorized user with the following in order to use MCPTT:

· A Talker ID associated with each MCPTT participant's subscription and authentication;

· An alphanumeric identifier (with a minimum length of N3) (i.e. Alias ID) for each Talker ID;

· A number of Off-Network MCPTT Groups for use by an MCPTT UE using ProSe;

· An alphanumeric identifier (i. e., Alias ID) for the authorized Off-Network MCPTT Groups;

· A Mission Critical Organization name  if available, associated with each MCPTT participant's subscription;

· A number of Off-Network MCPTT Users for Private Call for which a UEs current user is authorized; and

· Authentication and end to end security keys.

An MCPTT UE operating Off-Network is capable of transmitting the Talker location information, Talker ID, Alias ID, Off-Network MCPTT Group, Group Alias ID and, if available, Mission Critical Organization name of the user who is talking (i.e. whose UE is transmitting) to all other users in a call including MCPTT UEs operating Off-Network that are late entering a call in progress. 

The Off-Network MCPTT Service is also able to use ProSe Relay capabilities defined in ProSe TS 22.278 [5] and GCSE_LTE TS 22.468 [6].

+++++++++++++++++ Stop Change 9 ++++++++++++++

+++++++++++++++++ Start Change 10 ++++++++++++++

7.2
General Off-Network MCPTT requirements

In order to operate Off-Network, an MCPTT UE shall be a ProSe-enabled UE, configured to use the direct communication path over E-UTRA. 

The Off-Network MCPTT service shall make use of the ProSe capabilities related to ProSe Communication using the direct communication path between ProSe-enabled UEs using E-UTRA as defined in TS 22.278 [5].

An MCPTT UE shall be pre-provisioned by an MCPTT Administrator and/or authorized user with the following in order to operate using Off-Network MCPTT:

a)
alphanumeric identifier (i.e. Alias ID) for the authorized Off-Network MCPTT Groups;

b)
a number of Off-Network MCPTT Groups for use by a UE using ProSe;

c)
a Talker ID associated with each MCPTT participant's authentication;

d)
an alphanumeric identifier (with a minimum length of N3) (i.e. Alias ID) for each Talker ID; and

e)
authentication and end to end security keys. 

An MCPTT UE operating Off-Network shall be capable of transmitting the Talker ID, Alias ID, Off-Network MCPTT Group and, if available, Mission Critical Organization name of the user who is talking (i.e. whose UE is transmitting) to all other users in the call including MCPTT UEs operating Off-Network that enter the call late.

An MCPTT UE operating Off-Network shall be capable of transmitting the Talker location information of the user who is talking (i.e. whose UE is transmitting) to all other users in the call including MCPTT UEs operating Off-Network that are late entering a call in progress.

+++++++++++++++++ Stop Change 10 ++++++++++++++
