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Description

The second requirement in 6.7.2.2 reads:
The MCPTT service shall provide a mechanism so that the creator of a Group Regroup can specify whether the newly created group is two-way (i.e. allows for responses from the members of the group), or one-way (i.e. can only be transmitted on by the creator of the group).

This sentence introduces  the terms "two-way" and "one-way", which are not used anywhere else in the document.. 
From the text in brackets it is understood that 
· two-way Group = MCPTT Group
· one-way Group = temporary Group-Broadcast Group
It is proposed to rephrase this requirement and move it into a new subclause.
========= Change  ===============

6.7.2
Group regrouping

6.7.2.1
Service description

Group Regrouping enables Dispatchers or any authorized user to temporarily combine MCPTT Groups. A Dispatcher can use Group Regrouping for different reasons.

Due to an incident in an area it can be necessary to temporarily enable MCPTT Users from different MCPTT Groups to communicate to each other to coordinate. After the incident the Dispatcher cancels the Group Regrouping and the MCPTT Users continue with their original configured MCPTT Groups.

During quiet periods control room managers can decide to combine MCPTT Groups and handle their operations and communications with one Dispatcher. In the busier period the Group Regrouping is cancelled and the MCPTT Groups are handled by separate Dispatchers.

6.7.2.2
Requirements

The MCPTT service shall provide a means of dynamically combining a multiplicity of groups into a new, temporary group (i.e., to perform a "Group Regroup operation").


The MCPTT service shall notify MCPTT Users when any of their affiliated groups are affected by a Group Regroup operation.

Broadcast Groups shall be able to be included in a Group Regroup operation.
6.7.2A
Temporary Group-Broadcast Group

The MCPTT service shall enable an authorized MCPTT User to create a temporary Group-Broadcast Group from a multiplicity of MCPTT Groups.
The MCPTT service shall only allow the creator of the temporary Group-Broadcast Group to transmit on it.

6.7.3
User regrouping

6.7.3.1
Service description

In the operational MCPTT environment most tasks are covered by standard procedures and communication structures and MCPTT Users can easily access the MCPTT Groups to handle their tasks.

Exceptionally it could happen that there is an urgent need for a dedicated set of individual MCPTT Users to communicate in an MCPTT Group, but that this is not foreseen in the communication structure. This could be due to extreme conditions or due to a cooperation that is outside normal procedures.

User Regrouping enables Dispatchers or authorized users to instantaneously provide a dedicated MCPTT Group to these MCPTT Users to enable the required communication. The MCPTT Users automatically affiliate to this MCPTT Group. After the operation this MCPTT Group is removed by the Dispatcher or authorized user.

6.7.3.2
Requirements

The MCPTT service shall provide a means for combining a multiplicity of MCPTT Users into a new, temporary group (i.e., to perform a "User Regroup operation").

The MCPTT service shall provide a means for combining a multiplicity of MCPTT Users into a new, temporary group based on a parameter or a combination of parameters (e.g., particular geographic area, participant type).
The MCPTT service shall notify MCPTT Users when they are affected by a User Regroup operation.

The MCPTT service shall automatically affiliate the MCPTT Users included in the temporary group created by the User Regroup operation.

========= End of change ===============

