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Begin of changes

4.3.x
User Location Reporting Support
User Location Information (ULI) is the important service in current mobile telecommunication services, e.g. emergency situation, charging, lawful interception or commercial push service. 

The following general requirement applies:

·  The signalling overhead caused by user location reporting procedures in the system shall be minimized.
The following additional requirements apply in order to enhance the user location reporting capabilities:

· The 3GPP core network shall be able to obtain a user’s cell-level location at pre-configured time points.
·  The 3GPP core network shall be able to determine which users with common pre-defined characteristics are covered by a defined cell or cells.
Note:        Users’ characteristics could be decided and configured by the MNO based on its own private policies, such as the users’priority. 
·  The 3GPP core network shall be able to define an area for a certain service offered to a subscriber. Subject to regional regulatory requirements, the 3GPP core network shall be notified when the user either in connected mode or the idle mode enters or leaves the area. Within this area, a mobile station can move freely without triggering a location change reporting in the core network.
If the congestion situation happens, the following additional requirements apply:

· For a non-critical location service, the core network may de-prioritize (reject or delay) the procedure to obtain the users’ location information.
· For a non-critical location service, the RAN network may reject the procedure to obtain the users’ location information
Note:       Whether the location service is critical or not could be decided by the MNO or the third party who needs this location service. The location service type should be provided in the location service subscription.
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