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Abstract: This use case aims at describing the requirements to intiate an MCVideo Emergency Alert when a User moves close to a danger area.
x.1
MCVideo Emergency Alert Triggered by Location 
x.1.1
Description

This use case aims at describing the requirements to initiate an MCVideo Emergency Alert when a MCVideo User enters into a geographic area.
x.1.2
Pre-conditions
User A, B and C are affiliated to an MCVideo Group (Medical Team X) which has a right to send and transmit video. 

x.1.3
Service Flows
There is a chemical plant destroyed by an great earthquake. After the earthquake, one area of the chemical plant is very dangerous since there is a lot of toxic gas. The MCVideo Group (Medical Team X) is sent to save the survived victims in the chemical plant.  
When User A enters near the dangerous toxic gas area, an Emergency Alert is triggered and sent to all the group members. Together with Emergency Alert, User A also sends to the MCVideo Group (Medical Team X) the live video of the dangerous area.
x.1.4
Post-conditions
All the MCVideo Group Members receive the Emergency Alert and related video, then they have the exact video information of the toxic gas area, and can support each other by avoiding enter into dangerous area.
x.1.5
Potential Impacts or Interactions with Existing Services/Features
x.1.6
[Potential] Requirements

The MCVideo Service shall provide a mechanism for an MCVideo Emergency Alert to be triggered when an MCVideo UE moves close to a predefined area.
The MCVideo Service shall provide a mechanism for an MCVideo Emergency Alert to be cancelled when the MCPTT UE moves away a predefined area.
