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2.
According to [CPR-025], RSU can talk to other RSU or application server. But current definition is limited to UE. 
3. Specification should not imply any specific linkage between service and application such as found in the current definitions. I.e, there is no one-to-one mapping V2I service and V2I application.
4.
As current definition for V2X service states, the categorization of V2X service is based on the end-to-end entity. So, to be aligned, we need to clearly define end point of communication.
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The current definition for V2X service includes “transmitting or receiving UE using V2V application”. Though the intention is the UE for vehicle, the text can be read as UE-type RSU which uses V2V application to indirect relay V2X messages between vehicles.
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**** FIRST CHANGE ****

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Road Side Unit: An infrastructure that exchanges V2X-related information with a UE equipped for a vehicle or a driver of a vehicle, or other RSUs or V2X application server. It can implemented in an eNB or a stationary UE. 
V2I Service: A type of V2X Service, where one party is a mobile UE equipped for a driver or a driver of a vehicle and the other party is an RSU.
V2N Service: A type of V2X Service, where one party is a mobile UE equipped for a driver or a driver of a vehicle and the other party is a V2X application server.

V2P Service: A type of V2X Service, where one party is a mobile UE equipped for a vehicle or a driver of a vehicle and the other party is a UE equipped for a pedestrian or a vulnerable road user(e.g. a cyclist)
V2V Service: A type of V2X Service, where both parties of the communication are mobile UEs equipped for vehicles or drivers of vehicles.  
V2X Service: A type of communication service that involves at least one mobile UE equipped for a vehicle or a driver of a vehicle. Based on the other party involved in the communication, it can be further divided into V2V Service, V2I Service, V2P Service, and V2N Service. 

