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	Reason for change:
	Text in clause 5.4 explicitly indicates that priority information of terminating party is irrelevant.  This is inconsistent with the general service description in clause 4 allowing the regional/operator option to invoke MPS based on a terminating party:

“Service Invocation:  The process to recognize and identify a request for an MPS session.  A MPS Service Provider network recognizes an MPS invocation based on the presence of an MPS-unique identifier entered by the originating Service User in the service request received by the network from the UE, or based on the subscription profile of the originating UE, or as a regional/operator option the subscription profile of the terminating UE.  

NOTE:
The option related to “subscription profile of the terminating UE” may not involve end-to-end priority because this option is based on providing priority only in the terminating network based on the terminating UE subscription profile.”
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***** start of change *****
5.4
Priority session treatment in terminating network

When a terminating network receives an incoming MPS session establishment attempt, the MPS session shall receive priority treatment (priority access to signaling and media bearer resources for voice, video, and data) in the terminating PLMN, based on the originating Service User priority information.  
As an operator option, the terminating network may invoke priority treatment for an incoming session from a non-MPS subscriber to a MPS subscriber (see clause 4).
When the terminating network supporting session establishment cannot assign the necessary resources to the MPS session, the MPS session request shall be:

-
Queued,
-
Processed for the next available resource in accordance with the Service User's priority level and session arrival time.
The network shall support the capability to inform the calling Service User about the status of the MPS session (e.g., tones or signalling messages can be used to indicate that the session request has been queued).

If the queued MPS session times out, then normal session processing applies.
***** end of  change *****
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