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Abstract: This paper proposes a use case to support on-demand dynamic physical network infrastructure deployment via nomadic access nodes.
Introduction
Nomadic access node operation is one component of the moving networks (also referred to as moving cells in NGMN white paper) towards the dynamic radio topology. The support for the dynamic radio topology is stated as one of the 5G Design Principles by the NGMN 5G White Paper [1]. In addition, nomadic access node operation has been analyzed by EU METIS project and has been accepted as a promising technology direction by the METIS consortium [2][3][4]. This contribution proposes to add this feature support into NEO BB.
Proposed change for FS_NEO TR
***** BEGIN OF CHANGE *****
5.6
Access
5.6.1
Description

Editor’s Note: The following text is based on some of the text taken from sections 5.23, 5.26, 5.27, 5.28, 5.31, & 5.58 of TR 22.891 with minor updates/clarification.
The 5G system has the following characteristics related to access:
1. Multiple Access Support 
Multiple RAT connectivity is beneficial for increasing the throughput and a capability to select which data flow goes over which RAT benefits further. This will require that the UE has full dual radio capability, i.e. can handle both uplink and downlink radio transmissions on both the 5G RAT and the E-UTRA RAT simultaneously. This is expected to be commonly supported by UEs used as e.g. smart phones. Due to the expected large diversity of market segments and type of UEs for the new system, it is also expected that some UEs will target lower complexity segments where single radio capability is preferred.
2. Optimized Connection per Traffic Type
Optimized connection to the specified cell, based on traffic type. When the user is in the coverage area of multiple cells, the best cell for the given application should be used, so that the traffic is routed in optimal manner. Moreover, traffic routing within the network should also be optimized, i.e., some of the traffic may be offloaded locally while other traffic may be routed operator core network.
3. 3GPP/Non-3GPP Access Integration 
The 5G system will connect to multiple non-3GPP and 3GPP access networks in order to allow the operator to improve the efficiency in the exploitation of the network infrastructure and to provide the best capabilities to an end-user. 
The 5G system is expected to support at least mobility between 3GPP and non-3GPP networks with optional session continuity, capability for the UE based on network control to select the access to connect to, simultaneous connection to different accesses, capability to access services provided by a 5G network to the UE connected to a non-3GPP access, authentication for accessing 3GPP network through a non-3GPP access using 3GPP credential, etc. 
4. Access from less trusted networks 
In order to enable more flexible deployments, operators will support access and connectivity via less trusted networks. For example, current core network functions are expected to be deployed nearer the edge and multiple parties may own the network equipment traversed. In these networks, privacy across access networks elements cannot be assumed and the user's identity should be protected.
5. Temporary Service for Users of Other Operators  
It might be difficult for each operator to achieve high network availability in some emergency cases (e.g. large disaster), the cooperation among operators makes it higher. The operator can provide temporary service for users of other operators as temporary users in emergency case by serving operator policy.
6. Energy Efficiency

As 5G network is likely to utilize higher spectrum compared to legacy 3GPP networks including mmWave, it is expected that more basestations are needed to cover the same area covered by legacy 3GPP networks. This would cause higher operational complexity for operators which may be a big burden for the operators in developing countries where power is limited. 5G network should consider technology to maximize energy efficiency.
7. On-demand dynamic deployment of physical access network infrastructure
Dynamic network topology comprising nomadic access nodes is a promising notion to cost/energy effectively handle the problem of inhomogeneous distribution of increasing traffic demand over time and space. Nomadic access nodes can be mounted on vehicles, and can be considered as a complementary enhancement to today’s heterogeneous networks.When coverage/capacity needs are identified in a target service region, certain nomadic access node(s) happen to be there can be selected and activated by the network to service that region, and as a result, those serving nomadic node(s) become the dynamic extention of the operating network.
5.6.2
Potential Requirements

Editor’s Note: The following requirements are taken from sections 5.28, 5.26, 5.27, 5.23, 5.31, & 5.58 respectively of TR 22.891 with minor updates/clarification (e.g. replaced “future network” with “5G system”).
1. Multiple Access Support 

Editor’s Note: The following requirements are from [2], clause 5.28.3:
The 5G system shall be able to provide data transmission by using both the 5G RATs and E-UTRA RAT simultaneously, i.e. in this case dual radio UE capability is required.

When a UE is using both the 5G RAT and E-UTRA RAT simultaneously, the 5G system shall be able to select a radio access (either a 5G RAT or E-UTRA RAT) to assign each data flow, taking into account e.g. service, traffic characteristics, radio characteristics, and UE’s moving speed.

The 5G system shall support UEs with dual radio capability as well as UEs with single radio capability, i.e. a UE that cannot transmit on the 5G RAT and the E-UTRA RAT simultaneously.
2. Optimized Connection per Traffic Type 

Editor’s Note: The following requirements are copied from [2], clause 5.26.3:
Based on operator policy, the 3GPP network shall provide a mechanism such that a specific traffic type (from a specific application or service) to/from a UE can be routed via specific RAN nodes, and traffic in one RAN node can be offloaded towards a defined IP network close to the UE's point of attachment to the access network, while other traffic type to/from that same UE is not offloaded.   
3. 3GPP/Non-3GPP Access Integration 

Editor’s Note: The following requirements are copied from [2], clause 5.27.2:
The 5G system shall be able to provide 3GPP services to the UE using various 3GPP and non-3GPP access networks (e.g. WLAN, Fixed broadband access, Bluetooth, etc). 

 The 5G system shall be able to support:

· Inter-system mobility between 3GPP and non-3GPP access networks with optional session continuity, 

· Capability for the UE to select the 3GPP or non-3GPP access based on operator policy, 

· Simultaneous connection to different accesses, & capability for the UE to access the 3GPP services provided by the 5G network using non-3GPP access e.g. FMSS…, 

· Authentication to access 5 G network through a non-3GPP access using 3GPP credentials. 

Editor’s note: this list is not exhaustive.
The 5G system shall enable the UE to simultaneously connect to the network via different accesses, both non-3GPP and 3GPP.

The 5G system shall be able to manage the addition or dropping of the various accesses dynamically during the session according to the quality of the individual connections.
For UEs simultaneously connected to the network via different access (both non-3GPP and 3GPP), the network shall support data transmissions that leverage  these accesses.
The 5G system shall be able to aggregate the UE data transfer via one access or a combination of accesses.
The 5G system shall be able to aggregate the UE data transfer via one access or a combination of accesses to provide the best user experience during an ongoing data transmission.

The 5G system shall be able to support the interworking with fixed broadband network. 

NOTE:
The specification of fixed broadband access network is outside the scope of 3GPP.Which evolution of fixed broadband access network architecture needs to be considered in stage 2. 
The 5G system shall be able to differentiate charging a subscriber for the same 3GPP service if it is provided to a UE over different 3GPP and non-3GPP accesses.

Based on operator policy, the 5G system shall be able to dynamically offload part of the traffic from 3GPP RAT to non-3GPP RATs and vice versa, taking into account traffic load.

Editor’s Note: The following requirements are copied from [2], clause 5.27.3:
The 3GPP network shall be able to integrate fixed and wireless access management and provide an efficient provision of services over 3GPP and non-3GPP accesses.
4. Access from less trusted networks 

Editor’s Note: The following requirements are copied from [2], clause 5.23.5:
Subject to regulatory requirements, the UE may use a temporary identifier for initial attach that hides its long-term identity. The home network shall be able to associate this temporary identifier to the long-term identity.
5. Temporary Service for Users of Other Operators  

Editor’s Note: The following requirements are copied from [2], clause 5.31.6:
Subject to regulatory requirements, 3GPP system shall be able to support temporary service for users of other than home operators as temporary users in emergency case by serving operator policy.

Subject to regulatory requirements, 3GPP system shall be able to support defining the limited set of necessary communication services and acceptable terminal features for temporary users by serving operator policy.
3GPP system shall maintain an appropriate level of communications security for temporary service.
6. Energy Efficiency

Editor’s Note: The following requirements are copied from [2], clause 5.58.2:
The 3GPP system shall be capable of achieving [1000] times energy efficiency compared to legacy system. 
1. On-demand dynamic deployment of physical access network infrastructure

The 3GPP system shall be able to provide the required network services under the conditions of unscheduled joining and leaving of nomadic access nodes.
Editor’ note: Service continuity for a UE when the serving nomadic access node(s) leave(s) the system should be considered.
The 3GPP system shall support automated on-demand deployment of physical access network infrastructure, which includes tracking the location and the availability (including information like battery level) of nomadic nodes and identifying absence/shortage of coverage and capacity in the target service region.
***** END OF CHANGE *****
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