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Abstract: This document proposes rewording of three requirements from S1-160430

---------- Start of first change ----------

 8.2
Use of unsharable resources within a UE
…
[MCVideo S1-154418-186av] = [MCData S1-154518-8av] In normal use, the most recently selected MCService at the UE shall take priority over use of contended resources in the UE e.g. display, loudspeaker. [Requirement derived from MCData use case in 5.4]
…
---------- End of first change ----------

---------- Start of second change ----------

8.4.2
Requirements
…
[MCVideo S1-154418-191av]= [MCData S1-154518-13av] To support combined services where the operation is intended to be coordinated, it shall be possible for geographic restrictions in use for one MCService to be applied to the coordinated MCService(s). [Requirement derived from MCData use case in 5.5 and 5.6]
…
---------- End of second change ----------

---------- Start of third change ----------

8.5.2
Requirements

[MCVideo S1-154418-192av] Inter MCService priority is not applied at the transport layer. The transport layer should not need to know the MCService type being utilised but will prioritise based on ARP/QCI, furthermore inter MCService priorities may be set on a case by case basis. This means that any inter MCService priority treatment will be invoked within the MCService architecture and by choice of ARP/QCI. [Derived from MCData use case in 5.6]
---------- End of third change ----------

