3GPP TSG-SA WG1 #73	S1-160XXX160548
Okinawa, Japan, 1 – 5 February 2016	(Merger of 0095/0066)

Title:	Discussion on V2X Definition update
Agenda Item:	7.4	V2XLTE: LTE support for V2X services
[bookmark: _GoBack]Source:	LG Electronics Inc., Huawei, CATT, Fujitsu
Contact:	SungDuck Chun <sungduck.chun (at) lge.com>	

Abstract: This contributions proposes definition for V2X in V2X TS
1. Proposal
It is proposed to agree on text proposal as described below for the definition section of V2X TS.

* * * * Start of text proposal * * * *

[bookmark: _Toc436423727]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Road Side Unit: A stationary infrastructure entity supporting V2X applications that can exchange messages with other entities supporting V2X applications. 

Note: RSU is a term frequently used in existing ITS specifications, and the reason for introducing the term in the 3GPP specifications is to make the documents easier to read for the ITS industry. RSU is a logical entity that combines V2X application logic with the functionality of an eNB (referred to as eNB-type RSU) or UE (referred to as UE-type RSU). 

[bookmark: _Toc436423728]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
RSU		Road Side Unit
V2I		Vehicle-to-Infrastructure
V2N		Vehicle-to-Network
V2P		Vehicle-to-Pedestrian
V2V		Vehicle-to-Vehicle
V2X		Vehicle-to-Everything

