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Abstract: This contribution proposes modifications to Emergency and Imminent Peril requirements to remove references to “Floor Control”.
Discussion

It is proposed to modify the Emergency and Imminent Peril requirements TS 22.280 as follows: 
>>>>>>>>>>>>>>>>>>>>>>>> Start of Changes <<<<<<<<<<<<<<<<<<<<<

>>>>>>>>>>>>>>>>>>>>>>>> Start of First Change <<<<<<<<<<<<<<<<<<<<<
5.5.2
Requirements

[R-5.5.2-004] The MCX Service shall allow an MCX UE to be receiving or transmitting in one MCX Service Group while simultaneously receiving additional MCX Service Groups.

[R-5.5.2-005] The MCX Service shall provide a mechanism to configure the number (N4) of MCX Service Group Communications to be simultaneously received by an MCX UE, authorized by an MCX Service Administrator and/or authorized user.

[R-5.5.2-008] The MCX Service shall provide a mechanism to configure the number (N6) of MCX Service Group Communications to be simultaneously received by an MCX User, authorized by an MCX Service Administrator and/or authorized user.

[R-5.5.2-010] The MCX Service should provide a mechanism for an MCX Service Administrator and/or authorized user to prioritize the order in which multiple MCX Service Groups are presented by the MCX UE.

[R-5.5.2-011] The MCX Service shall provide multiple MCX Service User IDs to an MCX UE when multiple MCX Service Groups that have a sender are received by the MCX UE.

[R-5.5.2-012] The MCX Service shall allow an authorized MCX UE to receive on-network MCX Service Group and off-network MCX Service Group Communications simultaneously.

[R-5.5.2-013] The MCX Service shall ensure that if there is an MCX Service Emergency Group Communication on one of the MCX Service Groups that an MCX User is affiliated to, but that user is already in a lower priority MCX Service Group Communication or Private Communication, that the MCX User automatically hears/displays the MCX Service Emergency Group Communication.
>>>>>>>>>>>>>>>>>>>>>>>> End of First Change <<<<<<<<<<<<<<<<<<<<<

>>>>>>>>>>>>>>>>>>>>>>> Start of Second Change <<<<<<<<<<<<<<<<<<<<
5.7.2.2
MCX Service Emergency Group Communication

5.7.2.2.1
MCX Service Emergency Group Communication requirements

[R-5.7.2.1.1-002] When an MCX User initiates an MCX Service Emergency Group Communication this may trigger an MCX Service Emergency Alert for that MCX User.

[R-5.7.2.1.1-003] When an MCX User initiates an MCX Service Emergency Group Communication this shall put that MCX User into an MCX Service Emergency State.

[R-5.7.2.1.1-004] The MCX Service shall ensure that MCX Service Emergency Group Communications have the highest priority over all other MCX Service Group transmissions from the same MCX Service, except MCX Service System Communications, MCX Service Emergency Private Communications, and other MCX Service Emergency Group Communications.

[R-5.7.2.1.1-005] The MCX Service shall be capable of changing a group communication in progress to an MCX Service Emergency Group Communication.

[R-5.7.2.1.1-006] MCX Service Emergency Group Communications, including their content and signalling, shall have pre-emptive priority over all other types of MCX Service communications from the same MCX Service, except MCX Service System Communications, MCX Emergency Private Communications, and other MCX Service Emergency Group Communications. 

[R-5.7.2.1.1-007] The MCX Service shall provide the MCX Service User ID of the initiator of an MCX Service Emergency Group Communication and an indication that it is an MCX Service Emergency Group Communication to Affiliated MCX Service Group Members.

[R-5.7.2.1.1-008] The MCX Service shall add the MCX Service Emergency priority to the group when an In-progress Emergency on that group is initiated.

[R-5.7.2.1.1-009] The MCX Service shall remove the MCX Service Emergency Priority associated with the group when an In-progress Emergency on that group is cancelled.

Editor's Note: The interaction of MCX Service Emergency Communication and Imminent Peril Communication is FFS.

[R-5.7.2.1.1-010] The Affiliated MCX Service Group Members shall be notified when their group communication transitions to an In-progress Emergency.

[R-5.7.2.1.1-011] The MCX Service shall maintain knowledge of the Affiliated MCX Service Group Member(s) that initiated the MCX Service Emergency Group Communication(s) until the In-progress Emergency is cancelled.

[R-5.7.2.1.1-012] The MCX Service shall maintain an In-progress Emergency condition for a group from the time the initial MCX Service Emergency Group Communication was requested until the In-progress Emergency condition is cancelled.

[R-5.7.2.1.1-013] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Service Group (i.e., user’s selected group or dedicated MCX Service Emergency Group) is used for the MCX Service Emergency Group Communication by an MCX User.

>>>>>>>>>>>>>>>>>>>>>>> End of Second Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>> Start of Third Change <<<<<<<<<<<<<<<<<<<<
5.7.2.3
MCX Service Imminent Peril Group Communication

5.7.2.3.1
MCX Service Imminent Peril Group Communication requirements

[R-5.7.2.2.1-001] The MCX Service shall support Imminent Peril group communications from authorized Affiliated MCX Service Group Members.

[R-5.7.2.2.1-002] The MCX Service (e.g. MCPTT, MCVideo) shall ensure that MCX Service Imminent Peril group communications have priority over all other MCX Service Group transmissions from the same MCX Service, except MCX Service System Communications, MCX Service Emergency Group Communications, MCX Service Emergency Private Communications, and other MCX Service Imminent Peril group communications.

[R-5.7.2.2.1-003] The MCX Service shall be capable of changing an MCX Service Group communication in progress to an Imminent Peril group communication.

[R-5.7.2.2.1-004] MCX Service Imminent Peril group communications, including their content and signalling, shall have pre-emptive priority over all other types of MCX Service communications from the same MCX Service, except MCX Service Emergency Group Communications, MCX Service Emergency Private Communications, MCX Service System Communications, and other MCX Service Imminent Peril group communications.

[R-5.7.2.2.1-005] The Affiliated MCX Service Group Members shall be notified when an MCX Service Group communications transitions to In-progress Imminent Peril status.

[R-5.7.2.2.1-006] While Imminent Peril status is maintained for an MCX Service Group communications, the MCX Service shall provide the MCX Service User ID of the initiator of the Imminent Peril status and an indication that it is an Imminent Peril group communication to existing and Late communication entry Affiliated MCX Service Group Members.

[R-5.7.2.2.1-007] The MCX Service shall add the Imminent Peril priority to the group when an In-progress Imminent Peril on that group is initiated.

[R-5.7.2.2.1-008] The MCX Service shall remove the Imminent Peril priority associated with the MCX Service Group when the In-progress Imminent Peril status of that MCX Service Group is cancelled.

Editor's note: The interaction of emergency communication and Imminent Peril Communication is FFS.

[R-5.7.2.2.1-009] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Service Group (i.e., user's selected group or dedicated imminent peril group) shall be used for the Imminent Peril communications for an MCX User.

>>>>>>>>>>>>>>>>>>>>>>> End of Third Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>> Start of Fourth Change <<<<<<<<<<<<<<<<<<<<
5.7.2.5
MCX Service Emergency Alert

5.7.2.5.1
MCX Service Emergency Alert requirements

R-5.7.2.4.1-001] The MCX Service shall support an MCX Service Emergency Alert capability, which on initiation by an MCX User shall put that MCX User into the MCX Service Emergency State and cause that MCX UE to send an MCX Service Emergency Alert.

[R-5.7.2.4.1-002] The MCX Service shall provide a means for an authorized user to be able to activate the MCX Service Emergency Alert capability.

[R-5.7.2.4.1-003] The MCX Service Emergency Alert shall contain the following information: Location, MCX Service User ID and MCX Service Group ID (i.e., user's selected group or dedicated MCX Service Emergency Group, as per group configuration) and the user's Mission Critical Organization name.

[R-5.7.2.4.1-004] The MCX Service Emergency Alert shall be distributed to affiliated members of the group that was used in the MCX Service Emergency Alert, where it is associated with an MCX Service Emergency Private Communication the MCX Service Emergency Alert shall be distributed to the MCX User that the communication was initiated to.

[R-5.7.2.4.1-005] The MCX Service shall provide a mechanism for an authorized MCX User to configure an MCX Service Emergency Alert to send a notification to MCX Users within a configurable geographic area of the MCX User entering the MCX Service Emergency State, independent of the MCX Service Group Membership.

[R-5.7.2.4.1-006] The MCX UE shall maintain knowledge of the MCX Service Emergency State, until cancelled.

[R-5.7.2.4.1-007] Until the MCX Service Emergency State is cancelled on the MCX UE, all MCX Service Group communications or Private Communications transmissions by the MX User shall be an MCX Service Emergency Group Communication or Emergency Private Communication. 

[R-5.7.2.4.1-008] The MCX UE shall be configurable as to which group (i.e., user's selected group or dedicated MCX Service Emergency Group) or MCX User is used for the MCX Service Emergency communications.

[R-5.7.2.4.1-009] The MCX UE shall immediately affiliate to the group configured for MCX Service Emergency Group Communication, if not already affiliated to the group, after activating an MCX Service Emergency Alert.

[R-5.7.2.4.1-010] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure how an MCX User is notified of an incoming MCX Service Emergency Alert (e.g., visual, audio).

[R-5.7.2.4.1-011] The MCX Service shall provide a mechanism for an MCX User to configure, subject to MCX Service Policy, how they are notified of an incoming MCX Service Emergency Alert (e.g., visual, audio).

[R-5.7.2.4.1-012] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Service Group (i.e., user's selected group or dedicated MCX Service Emergency Group) or MCX User (e.g., dispatcher) is used for the MCX Service Emergency Alert by an MCX User.

>>>>>>>>>>>>>>>>>>>>>>> End of Fourth Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>>> End of Changes <<<<<<<<<<<<<<<<<<<<<

