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<**** Start changes ****>

5.1.10
Video push and pull services

5.1.10.1
Video pull service

5.1.10.1.1
Service description
Void.
5.1.10.1.2
Requirements

[R-5.1.10.1.2-001] The MCVideo Service shall provide a mechanism for an authorized MCVideo User (e.g. a dispatcher) to request an MCVideo UE to transmit a video to the requester, other to another authorized party, or to both (uplink pull).

[R-5.1.10.1.2-002] The MCVideo Service shall provide a mechanism for an MCVideo User to request an authorized user (e.g. a dispatcher) to transmit video to the MCVideo UE (downlink pull).

NOTE: the video can be stored on the UE or taken on line by the camera.

5.1.10.2
Video push service

5.1.10.2.1
Service description

5.1.10.2.2
Requirements

[R-5.1.10.2.2-001] The MCVideo Service shall provide a mechanism for an authorized MCVideo User to push video to another MCVideo User.

[R-5.1.10.2.2-002] The MCVideo Service shall provide a mechanism for an MCVideo administrator to authorize an MCVideo User to push a video to another MCVideo User.

[R-5.1.10.2.2-003] The MCVideo Service shall provide a mechanism for an authorized MCVideo User to enable and to disable the automatic sending of notifications to a second MCVideo User that a video is being pushed to a third MCVideo User.
NOTE: the second and the third MCVideo Users can be the same MCVideo User.
[R-5.1.10.2.2-004] The MCVideo Service shall provide a mechanism for an MCVideo User to enable and to disable being notified about video being pushed to specific MCVideo Users.
[R-5.1.10.2.2-005] The MCVideo Service shall provide a mechanism for an MCVideo User to enable and to disable the reception of video streams of specific categories.

[R-5.1.10.2.2-006] The MCVideo Service shall provide a mechanism for an MCVideo User to enable and to disable the reception of video streams pushed by specific MCVideo Users.

<**** End changes ****>

3GPP


