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Abstract: During the conference calls discussing MCCore commonality with MCPTT requirement R-6.8.7.1-004 was identified as a candidate but would benefit from more substantial re-writing to become common for multiple services. This document proposes the changes to incorporate the intent of this requirement to be suitable for MCPTT, MCVideo and MCData by inclusion into MCCore and the resultant removal of the requirement from MCPTT for R14.

The requirement as it stands in 22.179 v13.3.0;

[R-6.8.7.1-004] The MCPTT Service shall ensure that if there is an MCPTT Emergency Group Call on one of the MCPTT Groups that an MCPTT User is affiliated to, but that user is already in a Private Call (without Floor control), that the MCPTT User automatically hears the MCPTT Emergency Group Call.

Proposal for new MCCore requirement marked up with changes from the MCPTT version.

[R-6.8.7.1-004] The MCX Service shall ensure that if there is an MCX Emergency Group Communication on one of the MCX Groups that an MCX User is affiliated to, but that user is already in a Private Communication, that the MCX User is notified of the MCX Emergency Group Call. In the case of MCPTT the Emergency Group Call is immediately connected to the receiving user except when the existing Private Call is with Floor control.
Start of first change to 22.280 v1.0.0
6.8.8
Communication types based on priorities

6.8.8.1
MCX Service Emergency Group Communication requirements

[R-6.8.8.1-001] The MCX Service shall be capable of requesting increased priority for all Participants of an MCX Service Emergency Group Communication.

[R-6.8.8.1-002] The MCX Service may inform affiliated group members that an MCX Service Emergency Group Communication was requested but resources were not available for the communication to be granted.

[R-6.8.8.1-003] The MCX Service shall provide a mechanism for an MCX Service Emergency Group Communication to transmit to a temporary MCX Service Group created by a preconfigured User Regroup operation.

NOTE:
This type of MCX Service Emergency Group Communication could be used by MCX Users who need to communicate urgently to specific other MCX Users within a predefined radius of their current Location.

 
[R-6.8.8.1-004] The MCX Service shall ensure that if there is an MCX Emergency Group Communication on one of the MCX Groups that an MCX User is affiliated to, but that user is already in a Private Communication, that the MCX User is notified of the MCX Emergency Group Call. In the case of MCPTT the Emergency Group Call is immediately connected to the receiving user except when the existing Private Call is with Floor control.

End of first change to 22.280

Start of second change to 22.280

Annex A (normative):
MCCoRe Requirements for MCPTT
This table provides an exhaustive list of those requirements in 3GPP TS 22.280 that are applicable to MCPTT.

	…
	
	
	
	
	 

	6.8.8.1 MCX Service Emergency Group Communication requirements

	R-6.8.8.1-001
	R-6.8.8.1-002
	R-6.8.8.1-003
	 R-6.8.8.1-004
	 
	 

	…


End of second change to 22.280

Start of third change to 22.280

Annex B (normative):
MCCoRe Requirements for MCVideo
This table provides an exhaustive list of those requirements in 3GPP TS 22.280 that are applicable to MCVideo.

	…
	
	
	
	
	 

	6.8.8.1 MCX Service Emergency Group Communication requirements

	R-6.8.8.1-001
	R-6.8.8.1-002
	R-6.8.8.1-003
	 R-6.8.8.1-004
	 
	 

	…


End of third change to 22.280

Start of fourth change to 22.280

Annex C (normative):
MCCoRe Requirements for MCData
This table provides an exhaustive list of those requirements in 3GPP TS 22.280 that are applicable to MCData.

	…
	
	
	
	
	 

	6.8.8.1 MCX Service Emergency Group Communication requirements

	 R-6.8.8.1-001
	 R-6.8.8.1-002
	 R-6.8.8.1-003
	 R-6.8.8.1-004
	 
	 

	…


End of fourth change to 22.280

Start of change to 22.179 v 14.0.0
6.8.7
Call types based on priorities

6.8.7.1
MCPTT Emergency Group Call requirements
[R-6.8.7.1-001] Void 

[R-6.8.7.1-002] Void 

[R-6.8.7.1-003] Void 

[R-6.8.7.1-004] Void
End of change to 22.179
