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Abstract: This contribution proposes removal of requirements in section 5.2.2 (18d, 19d, and 21d or  16av, 17av, and 18av in the MCData tab of the MCCoRe analysis spreadsheet) since they were determined to be common and already included in MCCoRe.
>>>>>>>>>>>>>>>>>>>>>>>> Start of Change <<<<<<<<<<<<<<<<<<<<<

5.2
Simple messaging capability

5.2.1
General

The simple messaging capability of the MCData service could be considered as the base protocol carrying a limited size content payload message. This message could be text or could be marked for extensible purposes including short binary messages for application communication. Messaging could be one-to-one messaging or could be group messaging using groups as specified in MCCoRe.

5.2.2
Requirements

[R5.2.2-001] The MCData service shall provide a simple messaging capability.

[R5.2.2-002] The MCData service simple messaging capability shall provide a one to many service with policy assertion capabilities (e.g. certain types of message or content may only be relevant to certain members of a group due, for example, to location).




[R5.2.2-006] The MCData service simple messaging capability shall provide a one to one service with policy assertion capabilities (e.g. policy to limit certain types of message or content to certain members of a group due, for example, to location or user privilege…). 

[R5.2.2-007] The MCData service simple messaging capability shall provide the option to include a content payload of at least [1000] characters of 8 bit text or [500] characters of 16 bit text or [250] characters of 32 bit text and the necessary character encoding information (for example to identify alphabet used).

[R5.2.2-008] The MCData service simple messaging capability shall provide the option to include a content payload of at least [1000] characters of hyperlink or interleaved text and hyper link(s) to allow subsequent access to linked content (which may be a large file).

[R5.2.2-009] The MCData service simple messaging capability shall provide the option to include a content payload of at least [1000] bytes of binary data to be used by a local running application and the necessary addressing detail to indentify the intended application.

[R5.2.2-010] Content received in a UE, addressed to a known local application that is not yet running shall cause the UE to start the local application and pass the content to the application. This could be used to start an application and pass to it the initial data.

[R5.2.2-011] The MCData service shall provide the capability to remotely start a local application (e.g. situational awareness). This may be through specific use of binary payload on the simple messaging capability.

[R5.2.2-012] The MCData service simple messaging capability shall provide a message thread indication so that multiple message flows can be managed independently. 

[R5.2.2-013] When replying to a message on the MCData service simple messaging capability or sending any message which should be coupled with previously sent or received messages or message flows; the message thread indication shall use the same indication as was used for those previous messages. 

[R5.2.2-014] The MCData service simple messaging capability shall provide a selectable read receipt indication. When requested, the receiving entity shall provide receipt indication for delivered and read messages as appropriate. The read indication will implicitly indicate delivered as well. 

[R5.2.2-015] The MCData service simple messaging capability shall provide a configurable read receipt indication. When configured, the receiving entity shall provide receipt indication addressed to the [Application Server] for delivered and read messages as appropriate. The read indication will implicitly indicate delivered as well. 

[R5.2.2-016] The MCData service simple messaging capability shall permit delivery history interrogation for suitably authorized users. 

[R5.2.2-017] The MCData service simple messaging capability shall permit delivery history interrogation for suitably authorized users.

[R5.2.2-018] The MCData service simple messaging capability shall provide the option to add a field indicating location of the sending user/UE.

[R5.2.2-019] The MCData service simple messaging capability shall allow empty messages including only a field indicating location of the sending user/UE. 

Editor’s Note: these last two requirements may become covered in MCCoRe.
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