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Abstract: This contributions aims at adding call rejection and queing in MCCORE
Discussion
In MCData call rejection and queing has been identified as a function common to on network and off network. Since there will be other functions comming from MCData like data forwarding, it is proposed to create a new section in paragraph 5 in order to put additional functions.
In MCData it was common on and off network, in MCPTT it was only on network. To be coherent, it is proposed to have it only in on network.
--------Begin of change, paragraph addition
6.X
Additional MCX Service requirements

6.X.1
Call rejection and queuing

Call rejection and queuing is related to call initiation and admission control, but on the contrary to call initiation and admission control, the following requirements are common to on and off network

6.X.1.1
General
6.X.1.2
Requirements

[R5.20.1.2-001] The MCX Service shall provide a mechanism to queue anyMCX request to transmit .
[R5.20.1.2-002] The MCX Service shall provide a mechanism to reject MCX request to transmit with a cause indication. 
[R5.20.1.2-003] The MCX Service shall notify the requesting MCX Participant and may notifyone or more authorized users when a communication is queued, when a communication is rejected, when communications has started after being dequeued. 
[R-5.20.1.2-004] The MCX Service shall provide a mechanism for an MCX User to remove its MCX request to transmit from theMCX request queue.

[R-5.20.1.2-005] The MCX Service shall provide a mechanism for an authorised user to remove another user’s MCX request to transmit from theMCX request queue. 
[R-5.20.1.2-006] An MCX Service User shall be notified when his request to transmit is removed from the request queue.
[R-5.20.1.2-007] The MCX Service shall provide a mechanism for an MCX Administrator to configure service parameter(s) (e.g., timer) for automatic removal of an MCX request to transmit from any MCX request queue.
-------End of change
