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<**** Start changes ****>

5.1.3.2
Camera discovery

5.1.3.2.1
Service description
The presence, exact location, addressing information, video coverage area and capabilities of cameras may not always be known to MCVideo Users. However, an authorized MCVideo User may want to discover and establish communication in order to avail himself of the video information provided by such cameras. The MCVideo service may need to control access of various users (or types of users) to different sets of cameras. For example, a remotely located medical expert may be granted access to cameras within ambulances at an incident scene, but not to security surveillance cameras. Within its allowed set of cameras, a user may need to be able to find a subset that meets certain criteria. This can be achieved by establishing categories and associating them to various cameras. An interested user could then specify the categories of interest and the MCVideo Service would identify to the user cameras of the specified categories. Examples of categories include certain technical capabilities of the camera (e.g. self-activated camera, wide field of view etc.), areas of use ( traffic, security surveillance), etc.       
5.1.3.2.2
Requirements
[R-5.1.3.2.2-001] An MCVideo UE shall be capable to discover, negotiate service, controlling parameters and capabilities, and to start receiving, storing and displaying video transmitted from another MCVideo UE.
[R-5.1.3.2.2-002] An MCVideo UE shall be discoverable subject to permissions and authorization, capable of negotiating service, controlling parameters and capabilities, and remotely controlling another MCVideo UE.

[R-5.1.3.2.2-003] The MCVideo service shall allow an MCVideo User to discover, determine the status, working parameters and capabilities and to negotiate service of MCVideo UEs within sets authorized to the MCVideo User.
[R-5.1.3.2.2-004] The MCVideo service shall allow an MCVideo user to discover an MCVideo UE based on specified categories to which the MCVideo UE belongs.
<**** End changes ****>
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