
3GPP TSG-SA WG1 Meeting #74 
S1-161424
Venice, Italy, 9-13 May 2016










	CR-Form-v11.1

	CHANGE REQUEST

	

	
	22.185
	CR
	0002
	rev
	1
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Correction on V2X Privacy 

	
	

	Source to WG:
	LGE

	Source to TSG:
	S1

	
	

	Work item code:
	V2XLTE
	
	Date:
	2016-5-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Though it is expected that regulatory requirements for V2X can be different e.g. per region, current requirements in 22.185 mandates application of anonymity and privacy protection regardless of this difference. Also, it should be considered that different operators may have different policy regarding anonymity and privacy protection for V2X application. It also needs to be considered that there are many V2X applications that are not subject to any regulation of anonymity and privacy protection. 

	
	

	Summary of change:
	Requirements are updated as following:
To be filled

	,
	

	Consequences if not approved:
	Flexibility regarding privacy and anonymity protection is limited.

	
	

	Clauses affected:
	5.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


**** FIRST CHANGE ****

 5.3
Security Requirements

[R.5.3-001] 
The 3GPP network shall provide a means for the MNO to authorize a UE supporting V2X application to perform V2X communication when served by E-UTRAN supporting V2X communication.

[R.5.3-002]
The 3GPP network shall provide a means (e.g., pre-authorization) for the MNO to authorize a UE supporting V2X application to perform V2X communication when not served by E-UTRAN supporting V2X communication.

[R.5.3-003]
The 3GPP network shall provide a means for the MNO to authorize UEs supporting V2X application separately to perform V2N communication.

[R.5.3-004]
The 3GPP system shall support 
the integrity protection of the transmission of a V2X application.

[R.5.3-005]
Subject to regulatory requirements and/or operator policy for a V2X application, the 3GPP system should be able to support anonymity and privacy of a UE using the V2X application by ensuring that the UE cannot be tracked or identified by any other UE beyond a certain short time-period required by the V2X application.


[R.5.3-006]
Subject to regulatory requirements and/or operator policy for a V2X application, the 3GPP system shall be able to support anonymity and privacy of a UE using the V2X application, such that the UE cannot be tracked or identified by the operator or a third party.

**** END OF CHANGES ****
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