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*************************************First change************************************************
[bookmark: _Toc454444811]5.7	Migration and interworking
[bookmark: _Toc454444812]5.7.1	Description
A 5G system is expected to support many new types of UEs and services. In order to efficiently support these new UEs and services, it is expected that the 5G system will include one or more RATs optimized for different purposes (e.g., support for high reliability/low latency vs support for low mobility/higher latency). In the 5G timeframe of 2020 and beyond, it is also anticipated there will be a need to support co-existence of 5G RAT(s) and E-UTRAN, co-existence of 5G RAT(s) and certain non-3GPP access(s) (e.g, WLAN access is steered towards the EPC).
In addition to new services derived from the new use cases envisioned for the 5G system, there exist already today a large number of services in the cellular networks of the current generations. It is envisioned that most of these existing services could be deemed as required for support in a 5G system while others are not. 
[bookmark: _Toc454444813]5.7.2	Potential Requirements
[bookmark: _Toc454444814]5.7.2.1	Interworking between 5G systems
[PR 5.7.2.1-001] The 3GPP system shall provide support for a UE with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the UE's Home Mobile Network. A 5G Visited Mobile Network shall provide support for establishing home network provided data connectivity as well as visited network provided data connectivity.
[PR 5.7.2.1-002] The3GPP system shall provide a mechanism for a network operator to limit access to its services for a roaming subscriber with a 5G UE and subscription, e.g., based on a specific service logic agreement in a roaming agreement.
[PR 5.7.2.1-003] The 3GPP system shall provide a mechanism for a network operator to direct a UE to onto a partnership Mobile Network for the purposes of data offload.
[bookmark: _Toc454444815]5.7.2.2	Interworking between 5G RAT(s)and 4GE-UTRA
[PR 5.7.2.2-001] The 3GPP system shall be able to support seamless handover and Inter System Mobility between5G RAT(s) and E-UTRA.
5.7.2.X	Interworking between 5G RAT(s) and non-3GPP access
[PR 5.7.2.X-001] The 3GPP system shall be able to support handover and Inter System Mobility between 5G RAT(s) and certain non-3GPP access(s) (e.g, WLAN access is steered towards the EPC).
[bookmark: _Toc454444816]5.7.2.3	Migration aspects
[PR 5.7.2.3-001] The 3GPP system shall support all services supported in a 4G system, with the following exceptions:
-	CS voice service continuity and/or fallback to GERAN or UTRAN,
-	Seamless handover between the 5G RAT(s) and GERAN or UTRAN, and
-	Access by a GERAN or UTRAN RAT to a 5G core network.
***********************************End of First Change********************************************
***********************************Second Change***********************************************
[bookmark: _Toc454444858]7.14	Migration and interworking 
[bookmark: _Toc454444859]7.14.1	Interworking between 5G systems
[PR 5.7.2.1-001] The 3GPP system shall provide support for a device or UE with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the device or UE's Home Mobile Network. 
[PR 5.7.2.1-001a] A Visited Mobile Network shall provide support for establishing home network provided data connectivity as well as visited network provided data connectivity.
[PR 5.7.2.1-002] The 3GPP system shall provide a mechanism for a network operator to limit access to its services for a roaming subscriber with a 5G device or UE and subscription, e.g., based on a specific service logic agreement in a roaming agreement.
[bookmark: _Toc454444860]7.14.2	Interworking between 5G RAT(s) and E-UTRA4G
[PR 5.7.2.2-001] The 3GPP system shall be able to support seamless handover and Inter System Mobility between 5G RAT(s) and E-UTRA.
7.14.X	Interworking between 5G RAT(s) and non-3GPP access
[PR 5.7.2.X-001] The 3GPP system shall be able to support handover and Inter System Mobility between 5G RAT(s) and certain non-3GPP access(s) (e.g, WLAN access is steered towards the EPC).
[bookmark: _Toc454444861]7.14.3	Migration aspects
[PR 5.7.2.3-001] The 3GPP system shall support all services supported in a 4G system, with the following exceptions:
CS voice service continuity and/or fallback to GERAN or UTRAN,
Seamless handover between the 5G RAT(s) and GERAN or UTRAN, and
Access by a GERAN or UTRAN RAT to a 5G core network.
************************************End of Second change*****************************************
************************************End of changes**********************************************

