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Abstract: This document proposes to add requirements of network capability exposure to smarter TS 22.xxx.
Summary

Review current potential requirements on network capability exposure in the TR22.846 and proposed requirements to smarter TS 22.XXX are provided.
	Current potential requirement
	Comments
	Proposed change

	[PR 5.1.2.6-004] The 3GPP system shall be able to expose network status information to applications (e.g., to allow applications to use network resources efficiently).
NOTE:
Applications may be frugal at periods when resources are rare and should compensate and anticipate as much as they can otherwise. Applications may be able to handle disconnections in case of user mobility.
	Change ‘system’ to ‘network’ since it is about network capability exposoure.
	The 3GPP network shall be able to expose network status information to applications (e.g., to allow applications to use network resources efficiently).
NOTE:
Applications may be frugal at periods when resources are rare and should compensate and anticipate as much as they can otherwise. Applications may be able to handle disconnections in case of user mobility.

	[PR 5.1.2.1-009] The 3GPP system shall allow a 3rd party to create, manage a network slice configuration (e.g., scale slices) via suitable APIs, within the limits set by the network operator.
	Change ‘system’ to ‘network’ since it is about network capability exposoure.
	The 3GPP network shall allow a 3rd party to create, manage a network slice configuration (e.g., scale slices) via suitable APIs, within the limits set by the network operator.

	[PR 5.1.2.4-005] The 3GPP system shall provide a mechanism to expose broadcasting capabilities to 3rd party broadcasters’ management systems.
	Change ‘system’ to ‘network’ since it is about network capability exposoure.
	The 3GPP network shall provide a mechanism to expose broadcasting capabilities to 3rd party broadcasters’ management systems.

	
	Adding one missing requirement on the mobile edge computing capability.
	The 3GPP network shall allow a 3rd party to create, manage an entity hosting applications via suitable APIs, within the limits set by the network operator.


Proposal

Add proposed text below in smarter TS22.XXX.

------------------------- PROPOSED CHANGES ----------------------------

x.x
Network Capability Exposure
The 3GPP network shall be able to expose network status information to applications (e.g., to allow applications to use network resources efficiently).
NOTE:
Applications may be frugal at periods when resources are rare and should compensate and anticipate as much as they can otherwise. Applications may be able to handle disconnections in case of user mobility. Subject to operator’s policy and/or based on application needs, the 3GPP network shall support efficient routing of data traffic between a UE attached to the mobile network and communication peers outside of the mobile network (e.g., Internet hosts).
The 3GPP network shall allow a 3rd party to create, manage a network slice configuration (e.g., scale slices) via suitable APIs, within the limits set by the network operator.
The 3GPP network shall provide a mechanism to expose broadcasting capabilities to 3rd party broadcasters’ management systems.
The 3GPP network shall allow a 3rd party to create, manage an entity hosting applications via suitable APIs, within the limits set by the network operator.
