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**** FIRST CHANGE ****

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Road Side Unit: A stationary infrastructure entity supporting V2X applications that can exchange messages with other entities supporting V2X applications. 

Pseudonymity: Road Side Unit: A stationary infrastructure entity supporting V2X applications that can exchange messages with other entities supporting V2X applications.
NOTE: 
RSU is a term frequently used in existing ITS specifications, and the reason for introducing the term in the 3GPP specifications is to make the documents easier to read for the ITS industry. RSU is a logical entity that combines V2X application logic with the functionality of an eNB (referred to as eNB-type RSU) or UE (referred to as UE-type RSU). 

**** SECOND CHANGE ****

5.3
Security Requirements

[R.5.3-001] 
The 3GPP network shall provide a means for the MNO to authorize a UE supporting V2X application to perform V2X communication when served by E-UTRAN supporting V2X communication.

[R.5.3-002]
The 3GPP network shall provide a means (e.g., pre-authorization) for the MNO to authorize a UE supporting V2X application to perform V2X communication when not served by E-UTRAN supporting V2X communication.

[R.5.3-003]
The 3GPP network shall provide a means for the MNO to authorize UEs supporting V2X application separately to perform V2N communication.

[R.5.3-004]
The 3GPP system shall support integrity protection of the transmission for a V2X application.

[R.5.3-005]
Subject to regional regulatory requirements and/or operator policy for a V2X application, the 3GPP system shall support pseudonymity and privacy of a UE using the V2X application, by ensuring that a UE identity cannot be tracked or identified by any other UE beyond a certain short time-period required by the V2X application.

[R.5.3-006]
Subject to regional regulatory requirements and/or operator policy for a V2X application, the 3GPP system shall support pseudonymity and privacy of a UE using the V2X application, such that no single party (operator or third party) can track a UE identity in that region.
**** END OF CHANGES ****

