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1. Background
According to S1-163039, eV2X use cases can be categorized into following use case groups: 
· Advanced driving
· Cloud driving

· Extended sensor

· Interworking

· Others

In this paper, potential requirements out of use cases belonging to ‘other’ are consolidated.

Following use cases belongs to this use case group.

	Use case group
	Use case title
	Section No of 22.886

	Other
	Dynamic Ride Sharing
	5.14

	
	Tethering via Vehicle
	5.18

	
	Intersection Safety Information Provisioning for Urban Driving
	5.22


2.
Potential requirements belonging to ‘Other’
2.1
First group of potential requirements.
There is no potential requirements for first group.

2.2
Second group of potential requirements.
Following are potential requirements for second group.

	
	
	Proposal

	PR #
	PR
	comments
	tCPR #
	proposal CPR

	[PR.5.14-001]
	A UE supporting a V2X application shall be able to discover other such UEs in proximity supporting the same application.  
	[LG] Keep
	OTH-001
	A UE supporting a V2X application shall be able to discover other such UEs in proximity supporting the same application.  

	[PR.5.14-002]
	A UE supporting a V2X application shall be able to establish direct unicast communication with another such UE based on discovery results.
	[LG] Keep
	OTH-002
	A UE supporting a V2X application shall be able to establish direct unicast communication with another such UE based on discovery results.

	[PR.5.18-001]
	The 3GPP system shall enable a UE supporting a V2X application to obtain network access via another UE supporting V2X application. 
	[LG] Keep
	OTH-003
	The 3GPP system shall enable a UE supporting a V2X application to obtain network access via another UE supporting V2X application.

	[PR.5.18-002]
	The 3GPP system shall enable a UE supporting a V2X application to discover another UE supporting V2X application that can offer access to the network.
	[LG] Keep
	OTH-004
	The 3GPP system shall enable a UE supporting a V2X application to discover another UE supporting V2X application that can offer access to the network.

	[PR.5.18-003]
	The 3GPP system shall enable a UE supporting a V2X application to switch the network access from direct 3GPP connection to an indirect 3GPP connection via another UE supporting V2X application that is connected via 3GPP access to the 3GPP core network, and vice versa.
	[LG] Keep
	OTH-005
	The 3GPP system shall enable a UE supporting a V2X application to switch the network access from direct 3GPP connection to an indirect 3GPP connection via another UE supporting V2X application that is connected via 3GPP access to the 3GPP core network, and vice versa.

	[PR.5.18-004]
	The 3GPP system should provide integrity and confidentiality protection (end to end) for the network access traffic of a V2X UE via another such UE.
	[LG] Keep
	OTH-006
	The 3GPP system should provide integrity and confidentiality protection (end to end) for the network access traffic of a V2X UE via another such UE.

	[PR-5.22-001] 
	The 3GPP system shall be able to support an average [0.5Mbps] in downlink and [50Mbps] in uplink.
	[LG] Keep
	OTH-007
	For a communication between UE and RSU, the 3GPP system shall be able to support an average [0.5Mbps] in downlink and [50Mbps] in uplink, up to 200 UEs.

	[PR-5.22-002] 
	An RSU shall be able to communicate with up to 200 UEs supporting a V2X application. 
	[LG] Merge OTH-007
	
	

	[PR-5.22-003] 
	RSU shall be able to support [50] packet transmission per a second with an average message size [450] bytes. 
	[LG] According to description in section 5.22, this is already covered by OTH-007
	
	


3. Text Proposal

***************************** START of TEXT PROPOSAL ******************************
7.2
Consolidated Requirements

7.2.X
First set of Consolidated Requirements
7.2.X.1
Consolidated Requirements for other use case group
N/A
7.2.Y
Second set of Consolidated Requirements
7.2.Y.1
Consolidated Requirements for other use case group
[CPR-OTH-001]
A UE supporting a V2X application shall be able to discover other such UEs in proximity supporting the same application.  

[CPR-OTH-002]
A UE supporting a V2X application shall be able to establish direct unicast communication with another such UE based on discovery results.

[CPR-OTH-003]
The 3GPP system shall enable a UE supporting a V2X application to obtain network access via another UE supporting V2X application.

[CPR-OTH-004]
The 3GPP system shall enable a UE supporting a V2X application to discover another UE supporting V2X application that can offer access to the network.

[CPR-OTH-005]
The 3GPP system shall enable a UE supporting a V2X application to switch the network access from direct 3GPP connection to an indirect 3GPP connection via another UE supporting V2X application that is connected via 3GPP access to the 3GPP core network, and vice versa.

[CPR-OTH-006]
The 3GPP system should provide integrity and confidentiality protection (end to end) for the network access traffic of a V2X UE via another such UE.

[CPR-OTH-007]
For a communication between UE and RSU, the 3GPP system shall be able to support an average [0.5Mbps] in downlink and [50Mbps] in uplink, up to 200 UEs.
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