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Abstract: This document proposes a use case for access to local services when the local service access information is stored in the UE. In this case, the UE can include an indication of a local service attempt in the origination message.


First Change
[bookmark: _Toc462392195]5	Use Cases
[bookmark: _Toc408371049][bookmark: _Toc462392196]5.1	Access to operator local service
[bookmark: _Toc408371050][bookmark: _Toc462392197]5.1.1	Description
[bookmark: _Toc408371051][bookmark: _Toc462392198]An operator has chosen to provide a set of restricted local operator services to their customers. A UE manufacturer has pre-provisioned its UEs with information for restricted local operator service access (e.g,, a set of URNs).  The operator that chooses to provide restricted local operator services is aware of and uses the pre-provisioned information in the UEs for access to its local services. When the user initiates a call attempt to one of these services, the UE includes an indication in the call origination message that this is for a local service. To ensure comprehensive support for their customers, these services are accessible by unauthenticated UEs.  
5.1.2	Pre-conditions
[bookmark: _Toc408371052][bookmark: _Toc462392199]A customer has a UE that has been pre-provisioned with information for restricted local operator services. How the services are presented to the user is not subject to standardization, but as an example, the user may be presented with a list of available local services.
The customer selects one of the restricted local operator service offerings from the UE.
5.1.3	Service Flows
The UE initiates the access attempt, indicating that this is for a restricted local operator service.
The network detects the indicator for a local service and establishes the connection between the UE and the restricted local operator service.
Once the customer completes their transaction with the service, the customer disconnects.
[bookmark: _Toc408371053][bookmark: _Toc462392200]5.1.4	Post-conditions
[bookmark: _Toc408371055][bookmark: _Toc462392202]The next access attempt from the customer's UE goes through the normal set up process, including authentication.
5.1.5	Potential Requirements
Based on operator policy and regional regulations, the 3GPP system shall support a mechanism to indicate a restricted local operator service origination attempt.
Based on operator policy and regional regulations, the 3GPP system shall support mechanisms to allow access to restricted local operator services by unauthenticated UEs.
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