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Abstract: This paper contains changes to 22.989 V0.2.0 proposed by UIC Functional Working Group. It is adopting the idea discussed at last SA1 to allow the mechanism of "Inviting-a-FRMCS-user to a voice communication" not only to add users to an existing communication but also to start a communication. Consequently also a user receiving an invitation may or may not be involved in a voice communication when receiving an invite.
================================First change=================================
9.5.2
Use Case: Inviting-a-FRMCS-user to a voice communication

9.5.2.1
Description

A FRMCS-user can invite another FRMCS-user to a new or an existing voice communication. 

9.5.2.2
Pre-conditions

The inviting FRMCS-user might or might not be  part of an already established FRMCS voice communication of two or more FRMCS-users.

9.5.2.3
Service flows

Inviting user

From a list of FRMCS users provided by the FRMCS system or by entering an unlisted identity, the inviting FRMCS user selects another FRMCS user, or a pre-defined group of users, to be invited. 

9.5.2.4
Post-conditions

The FRMCS-user(s) have been invited.

The inviting FRMCS-user remains connected to the   FRMCS voice communication involving two or more FRMCS-users.

9.5.2.5
Potential requirements and gap analysis

[R-9.5.2.5-001]
If entitled to, a FRMCS-user shall be able to invite another FRMCS-user to join a   voice communication. 

[Gap analysis: This requirement is covered Phonebook functionality in MC Specs requirements]

[R-9.5.2.5-002]
The FRMCS system shall provide a list of identities for the inviting FRMCS user to select from. 

[Gap analysis: This requirement is not covered MCCore requirements]

[R-9.5.2.5-003]
The invitation request shall either be based on the functional identity, FRMCS user identity, FRMCS equipment identity.

[Gap analysis: This requirement is partly covered by MCCore requirements, new types of identities need to be supported.]

9.5.3
Use Case: FRMCS-user receiving an invitation to a voice communication

9.5.3.1
Description

A FRMCS-user will receive the invitation originated by the inviting FRMCS-user.

9.5.3.2
Pre-conditions

The FRMCS-user may or may not be involved in voice communication.

9.5.3.3
Service flows

The invitation is indicated to the FRMCS-user by audible and visual notification.

9.5.3.4
Post-conditions

The FRMCS-user has received the invitation.

  Voice communication of the invited FRMCS-user continues unaffected.

9.5.3.5
Potential requirements and gap analysis

[R-9.5.3.5-001]
If entitled to, a FRMCS user shall be able to receive invitations to voice communication(s), independent of being involved in communication.

[Gap analysis: This requirement is not covered MCCore requirements]

==================================End of changes==================================
