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2) Relay pre-pairing was added.
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7C.2
Relay UE selection
The 3GPP system shall support selection of an Evolved ProSe UE-to-Network Relay based on the following selection criteria: 
the relay UE identity, 
the capabilities of the Evolved ProSe UE-to-Network Relay, 
the QoS that is achieveable by selecting the relay UE, 
the relay UE battery consumption due to relaying,
the remote UE battery consumption when using the relay, 
the relay UE battery condition,
the remote UE battery condition,
pre-paired relay UEs,
the 3GPP or non-3GPP access the relay UE uses to connect to the network,
the 3GPP PLMN the Evolved ProSe UE-to-Network Relay connects to and
negative impact to other UEs.

The 3GPP system shall support selection of an Evolved ProSe UE-to-Network Relay based on a combination of, and possibly by varying priority order, any of the above criteria. 
The 3GPP system shall support pre-configuration of Relay UE discovery information in addition to pre-configured PLMN selection information, needed for Relay UE selection, in the Evolved ProSe Remote UEs. It should include the applicable Relay UE identity to allow identification of to which Evolved ProSe Relay UE a specific set of information applies. 

The 3GPP system shall support provisioning of information in the Evolved ProSe Remote UE (ME and/or USIM) used for relay UE selection. 
The 3GPP system shall support having preferences stored in the Evolved ProSe Remote UE related to the relay UE selection criteria, configured/controlled by the home operator, user selectable, or a combination of both.

The 3GPP system shall support mechanisms for allowing an Evolved ProSe Remote UE to get information regarding which PLMN a specific Evolved ProSe UE-to-Network Relay connects to, prior to indirect 3GPP connection establishment.

The 3GPP system shall support mechanisms for allowing an Evolved ProSe Remote UE to get information regarding what PLMNs a specific Evolved ProSe UE-to-Network Relay connects to, in case of network sharing, prior to indirect 3GPP connection establishment.
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