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Abstract: This pCR try to align the language in the requirements from section 6.1.2
Introduction

In section 6.1.2 there are 3 different ways to address the same concept “what happened in one slice shouldn’t not affect the other slices” in 3 different requirements. 
Traffic and services in one network slice shall have no impact on traffic and services in other network slices in the same network.

Creation, modification, and deletion of a network slice shall have no or minimal impact on traffic and services not in the same network slice but in the same network.

The 5G system shall ensure that elasticity of capacity of one network slice has no impact on traffic and services provided by other network slices in the same network.
In this contribution we suggest a way forward to be consistent in the text.

Proposal

**** Change ****
6.1.2
Requirements

The 5G system shall allow the operator to create, modify, and delete a network slice.

The 5G system shall allow the operator to define and update the set of services and capabilities supported in a network slice.

The 5G system shall allow the operator to configure the information which associates a device to a network slice.

The 5G system shall allow the operator to configure the information which associates a service to a network slice.

The 5G system shall allow the operator to assign a device to a network slice, to move a device from one network slice to another, and to remove a device from a network slice based on subscription, device capabilities, operator's policies and services provided by the network slice.

The 5G system shall support a mechanism for the VPLMN to assign a device to a network slice with the needed services and authorised by the HPLMN, or to a default network slice.

The 5G system shall enable a device to be simultaneously assigned to and access services from more than one network slice of one operator.

Traffic and services in one network slice shall have no impact on traffic and services in other network slices in the same network.

Creation, modification, and deletion of a network slice shall have no or minimal impact on traffic and services in other network slices in the same network.
The 5G system shall support the adaptation of capacity, i.e., elasticity of capacity of a network slice.

The 5G system shall ensure that elasticity of capacity of one network slice has no impact on traffic and services in other network slices in the same network.
The 5G system shall support means by which the operator can add and remove network functions to the network such that they can be used in a network slice.

The 5G system shall support means by which the operator can differentiate functionality and performance provided in different slices.

The 5G system shall support providing connectivity to home and roaming users in the same network slice.

