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Abstract: This pCR proposes and addition in the description text to help the read to find other related requirements. 
Introduction

It was decided by SA1 that TS 22.261 will only include the new requirements specific for release 15. However, this way of working can difficult for readers which wants to identify all the requirements specific to one section.

Therefore, we propose an addition in the description of different sections TS22.261 that will identify which other specification must be taken into account when talking about a specific capability of the system.

In this case, 3GPP TS 22.101, clause 29 “Service exposure with 3rd party service providers”.
Proposal

**** Change ****
6.10
Network capability exposure

6.10.1
Description

3GPP SEES and (e)FMSS features allow the operator to expose network capabilities e.g., QoS policy to 3rd party ISPs/ICPs. With the advent of 5G, new network capabilities need to be exposed to the 3rd party (e.g., to allow the 3rd party to customize a dedicated network slice for diverse use cases; to allow the 3rd party to manage trusted 3rd party application in hosting service environment to improve user experience, efficient utilize backhaul and/or application  resources).

Applications may be frugal at periods when resources are rare and can compensate and anticipate as much as they can if timely network status information is aware by application; otherwise. Applications may be disconnected in case of user mobility. 
The following set of requirements complement the requirements listed in 3GPP TS 22.101, clause 29.
6.10.2
Requirements

Based on operator policy, a 5G network shall provide suitable APIs to allow a 3rd party to create, modify and delete network slices used for the 3rd party.

Based on operator policy, the 5G system shall provide suitable APIs to allow a 3rd party to monitor the network slice used for the 3rd party.

Based on operator policy, the 5G system shall allow a 3rd party to define and update the set of services supported in a network slice used for the 3rd party.

**** End of Change ****
