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Abstract: This document proposes to add text clarifying the requirement for shared networks in a 5G network.
Background
Shared RAN networks are seen as a crucial area of support going forward.  They will allow the migration of such networks that are deployed now, and allow the usage of such networks in a 5G environment. 
Suggested changes
***
1st CHANGE
***

5.1.2
Requirements

5.1.2.1
Interworking between 5G systems

The 5G system shall provide support for a device with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the device's 5G Home Mobile Network.

The 5G system shall enable a Visited Mobile Network to provide support for establishing home network provided data connectivity as well as visited network provided data connectivity.

The 5G system shall enable a Visited Mobile Network to provide support for services provided in the home network as well as provide services in the visited network. Whether a service is provided in the visited network or in the home network is determined on a service by service basis.

The 5G system shall provide a mechanism for a network operator to limit access to its services for a roaming device, (e.g., based on roaming agreement).

The 5G system shall provide a mechanism for a network operator to direct a UE onto a partnerships network for routing all or some of the UE user plane and associated control plane traffic over the partnerships network, subject to a bilateral agreement between the operators being in place.
***
END OF 1st CHANGE
***

***
2nd CHANGE
***

6.1.2
Requirements

The 5G system may be operated by several operators in a shared fashion.  Each operator shall be able to execute the following requirements under a operator agreement for the system.
The 5G system shall allow the operators to create, modify, and delete a network slice.

The 5G system shall allow the operators to define and update the set of services and capabilities supported in a network slice.

The 5G system shall allow the operators to configure the information which associates a device to a network slice.

The 5G system shall allow the operators to configure the information which associates a service to a network slice.

***
END OF 2nd CHANGE
***

***
3rd CHANGE
***

6.x 5G-RAN Sharing

6.x.1 Description

The increasingly high densification of access nodes needed to meet future performance objectives poses considerable challenges in deployment and acquiring spectrum and antenna locations. RAN sharing is seen as a technical solution to these issues 

6.x.2 Requirements

Requirements related to 5G-RAN sharing are described in 3GPP TS 22.101 clause 28. 

