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Abstract: This document proposes requirement on service continuity for a UE moving in/out of service hosting environment to section 6.2.3 Service continuity requirements.
Discussion
When a UE (in active mode) moves out of the Service Hosting Environment and no other Service Hosting Environment could provide the service, the UE should be provided with the service e.g. from the application server from SGi and the service continuity should be maintained. When the UE moves in Service Hosting Environment, 5G network could determine that the current service e.g. from SGi should be terminated and the UE retrieves the service from Service Hosting Environment.
In addition, in TS 22.261, the 5G system has the following capability:
The 5G network shall maintain user experience (e.g., QoS, QoE) when a UE or application in a Service Hosting Environment changes location during an active communication.
Therefore, we propose that the 5G system shall support service continuity for a UE, when the UE moves in/out of Service Hosting Environment.
Proposal
***** FIRST CHANGES *****
6.2.3
Service continuity requirements

The 5G system shall enable packet loss to be minimized during inter- and/or intra- access technology changes for some or all connections associated with a device.

For applications that require a constant IP address, the 5G system shall enable maintaining the IP address assigned to a device when moving across different cells and access technologies for connections associated with a device.

The 5G system shall enable minimizing impact to the user experience (e.g., minimization of interruption time) when changing the IP address and IP anchoring point for some or all connections associated with a device.

The 5G system shall support service continuity for a remote UE, when the remote UE changes from a direct network connection to an indirect network connection and vice-versa.

The 5G system shall support service continuity for a remote UE, when the remote UE changes from one relay UE to another and both relay UEs use 3GPP access to the 5G core network.
The 5G system shall support service continuity for a UE, when the UE moves in/out of Service Hosting Environment.
***** END OF CHANGES *****
