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Abstract: : This document proposes to clean up requirements in section 6.10 Network capability exposure.
Discussion
This contribution proposes to clean up the requirements in section 6.10.
Proposal
***** CHANGES BEGIN*****
6.10
Network capability exposure
6.10.2
Requirements
Based on operator policy, a 5G network shall provide suitable APIs to allow a trusted 3rd party to create, modify and delete network slices used for the 3rd party.

Based on operator policy, the 5G system shall provide suitable APIs to allow a trusted 3rd party to monitor the network slice used for the 3rd party.

Based on operator policy, the 5G system shall provide suitable APIs to allow a trusted 3rd party to define and update the set of services supported in a network slice used for the 3rd party.

Based on operator policy, the 5G system shall provide suitable APIs to allow a trusted 3rd party to assign a device to a network slice used for the 3rd party based on subscription, device capabilities, and services provided by the network slice.
Based on operator policy, the 5G system shall provide suitable APIs to allow a trusted 3rd party to remove a device from a network slice used for the 3rd party based on subscription, device capabilities, and services provided by the network slice.
The 5G network shall provide a mechanism to expose broadcasting capabilities to trusted 3rd party broadcasters' management systems.

Based on operator policy, a 5G network shall provide suitable APIs to allow a trusted 3rd party to manage this trusted 3rd party owned application(s) in the operator's Service Hosting Environment.

Based on operator policy, the 5G system shall provide suitable APIs to allow a trusted 3rd party to adapt capacity, i.e., elasticity of capacity of a network slice used for the 3rd party.

Based on operator policy, a 5G network shall provide suitable APIs to allow one type of traffic (from trusted 3rd party owned applications in the operator's Service Hosting Environment) to/from a UE to be offloaded to a Service Hosting Environment close to the UE's location.
***** END OF CHANGES *****
