Page 1



3GPP TSG-SA WG1 Meeting #78
S1-172072
Porto, Portugal, 08-12 May 2017













(revision of S1-17xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	22.179
	CR
	0052
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Multi-talkers call requirements

	
	

	Source to WG:
	Huawei, Nokia, UIC, Ericsson, KCC, ETRI, HanSung University.

	Source to TSG:
	S1

	
	

	Work item code:
	Monastery
	
	Date:
	2017-04-28

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To update 22.179 to include railway requiremetns for MONASTERY 

	
	

	Summary of change:
	Add new requirements to supprot multiple users to talk simultaneously

	
	

	Consequences if not approved:
	Not support FRMCS requirements in rel-15

	
	

	Clauses affected:
	5.20

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*****************************start of the change*********
5.20 
Multi- talkers call requirements
5.20.1 
Overview
Multi-talkers call allows multiple FRMCS Users in same group to talk simultaneously. The maximum number of simultaneous talkers in a group call will be defined, e.g., by pre-configuring or dynamic changing.  
5.20.2 
Requirements
 [R-5.20.2-001] The MCPTT Service shall provide a mechanism for multiple FRMCS Users to talk simultaneously in a group call. 
[R-5.20.2-002] The Maximum number of simultaneous talkers in a multi-talkers group call shall be provided by the communication application.
 [R-5.20.2-003] The MCPTT Service shall be able to support to change the number of simultaneous talkers at any time during the multi-talkers group call.
 [R-5.20.2-004] If the number of FRMCS Users requesting the permission to talk exceeds the maximum number of simultaneous talkers, the MCPTT Service shall be able to revoke the permission of some FRMCS Users or reject the request based on certain criteria, e.g., priorities, functional identity, etc.
[R-5.20.2-005] If the number of FRMCS users requesting the permission to talk exceeds the maximum number of simultaneous talkers, the MCPTT Service shall be able to provide an authorized FRMCS Users the list of FRMCS users granted with the permisssion to talk and the list of pending requests to decide whose right to talk will be revoked or request will be rejected.
*****************************The End of change*********
