Page 1



3GPP TSG-SA WG1 Meeting #78

S1-172128
Porto, Portugal, 8-12 May 2017













(revision of S1-17xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	22.261
	CR
	0028
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Correction based on SA/RAN decisions

	
	

	Source to WG:
	Vodafone

	Source to TSG:
	S1

	
	

	Work item code:
	SMARTER
	
	Date:
	2017-04-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Based on the agreements made in the SA#75 and RAN#75 meeting, correction is required.

	
	

	Summary of change:
	Changes include:
- update reference [9] with correct information and remove the editor’s note
- replace 5G-RAN with NG-RAN

	
	

	Consequences if not approved:
	The informaiton in the specification will be incomplete and unclear. 

	
	

	Clauses affected:
	2, 3.1, 5.1.2.2, 6.3.2.1, 6.21, 6.21.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***********************************************1st change***************************************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

…
[9] 
3GPP TS 22.186: "Enhancement of 3GPP support for V2X scenarios ".


********************************************End of 1st  change***********************************

***********************************************2nd change**************************************

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

5G-RAN: a radio access network connecting to the 5G core network which uses NR, E-UTRA, or both.
********************************************End of 2nd  change***********************************

***********************************************3rd change**************************************

5.1.2.2
Legacy service support
The 5G system shall support all EPS capabilities (e.g., from TSs 22.011, 22.101, 22.278, 22.185, 22.071, 22.115, 22.153, 22.173) with the following exceptions:
-
CS voice service continuity and/or fallback to GERAN or UTRAN,

-
seamless handover between NG-RAN and GERAN,

-
seamless handover between NG-RAN and UTRAN, and

-
access to a 5G core network via GERAN or UTRAN.

********************************************End of 3rd  change***********************************

***********************************************4th change**************************************

6.3.2.1
General

Based on operator policy, the 5G system shall enable the UE to select, manage, and efficiently provision services over the 3GPP or non-3GPP access.

Based on operator policy, the 5G system shall support steering a UE to select certain 3GPP access network(s).
Based on operator policy, the 5G system shall be able to dynamically offload part of the traffic (e.g. from 3GPP RAT to non-3GPP access technology), taking into account traffic load and traffic type.

Based on operator policy, the 5G system shall be able to provide simultaneous data transmission via different access technologies, (e.g., NR, E-UTRA, non-3GPP), to access one or more 3GPP services.
When a UE is using two or more access technologies simultaneously, the 5G system shall be able to select between access technologies in use, taking into account e.g., service, traffic characteristics, radio characteristics, and UE's moving speed.

The 5G system shall be able to support data transmissions optimized for different access technologies (e.g., 3GPP, non-3GPP) for UEs that are simultaneously connected to the network via different accesses.

Based on operator policy, the 5G system shall be able to add or drop the various access connections for a UE during a session.
The 5G system shall be able to support mobility between the supported access networks (e.g., NG-RAN, WLAN, fixed broadband access network).
The 5G system shall support UEs with multiple radio and single radio capabilities.
The 5G system shall support dynamic and static network address allocation of a common network address to the UE over all supported access types.
The 5G system shall support a set of identities for a single user in order to provide a consistent set of policies and a single set of services across 3GPP and non-3GPP access types.
********************************************End of 4th  change***********************************

***********************************************5th change**************************************

6.21
NG-RAN Sharing
6.21.1
Description

The increased density of access nodes needed to meet future performance objectives poses considerable challenges in deployment and acquiring spectrum and antenna locations. RAN sharing is seen as a technical solution to these issues.
6.21.2
Requirements

Requirements related to NG-RAN sharing are described in 3GPP TS 22.101 [6], clause 28.2.
********************************************End of 5th  change***********************************
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