Page 1



3GPP TSG-SA WG1 Meeting #78

S1-172254
Porto, Portugal, 8-12 May 2017













(revision of S1-172090)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	22.261
	CR
	0016
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Addition of requirement on maintaining user experience when UE performs handover

	
	

	Source to WG:
	China Mobile

	Source to TSG:
	S1

	
	

	Work item code:
	SMARTER
	
	Date:
	2017-05-10

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	During inter-system mobility from EPC to NGC or vice versa, the UE moves its connections from one access technology to another. The 5G system shall provide the equivalent QoS for some or all connections /data traffics associated with a UE to enable minimizing impact to the user experience (e.g., reliability, latency, and bandwidth).

	
	

	Summary of change:
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	Consequences if not approved:
	User experience cannot be maintained when UE performs handover.

	
	

	Clauses affected:
	5.1.2.3,6.7.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** FIRST CHANGES *****
5
High-level requirements

5.1
Migration to 5G

5.1.1 
Description

The 5G system supports most of the existing EPS services, in addition to many new services. The existing EPS services may be accessed using the new 5G access technologies even where the EPS specifications might indicate E-UTRA(N) only. Only new or changed service requirements for new or changed services are specified in this TS. The few EPS capabilities that are not supported by the 5G system are identified in clause 5.1.2.2 below.
5.1.2
Requirements

5.1.2.1
Interworking between 5G systems

The 5G system shall support a UE with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the UE's 5G Home Mobile Network.
The 5G system shall enable a Visited Mobile Network to provide support for establishing home network provided data connectivity as well as visited network provided data connectivity.
The 5G system shall enable a Visited Mobile Network to provide support for services provided in the home network as well as provide services in the visited network. Whether a service is provided in the visited network or in the home network is determined on a service by service basis.

The 5G system shall provide a mechanism for a network operator to limit access to its services for a roaming UE, (e.g., based on roaming agreement).

The 5G system shall provide a mechanism for a network operator to direct a UE onto a partnership network for routing all or some of the UE user plane and associated control plane traffic over the partnership network, subject to an agreement between the operators.
5.1.2.2
Legacy service support
The 5G system shall support all EPS capabilities (e.g., from TSs 22.011, 22.101, 22.278, 22.185, 22.071, 22.115, 22.153, 22.173) with the following exceptions:
-
CS voice service continuity and/or fallback to GERAN or UTRAN,

-
seamless handover between 5G-RAN and GERAN,

-
seamless handover between 5G-RAN and UTRAN, and

-
access to a 5G core network via GERAN or UTRAN.

5.1.2.3
Interoperability with legacy 3GPP systems

The 5G system shall support mobility procedures between a 5G core network and an EPC.
The 5G system shall minimize impact to the user experience (e.g. QoS, QoE) when UE handovers between a 5G core network and an EPC.
***** SECOND CHANGES *****
6.7

Priority, QoS, and policy control
 6.7.1

Description
The 5G network will support many commercial services (e.g., medical) and regional or national regulatory services (e.g., MPS, Emergency, Public Safety) with requirements for priority treatment. Some of these services share common QoS characteristics such as latency and packet loss rate, but may have different priority requirements. For example, UAV control and air traffic control may have stringent latency and reliability requirements but not necessarily the same priority requirements. In addition, voice based services for MPS and Emergency share common QoS characteristics as applicable for normal public voice communications, yet may have different priority requirements. The 5G network will need to support mechanisms that enable the decoupling of the priority of a particular communication from the associated QoS characteristics such as latency and reliability to allow flexibility to support different priority services (that need to be configurable to meet operator needs, consistent with operator policies and corresponding national and regional regulatory policies).
The network needs to support flexible means to make priority decisions based on the state of the network (e.g., during disaster events and network congestion) recognizing that the priority needs may change during a crisis. The priority of any service may need to be different for a user of that service based on operational needs and regional or national regulations. Therefore, the 5G system should allow a flexible means to prioritise and enforce prioritisation among the services (e.g., MPS, Emergency, medical, Public Safety) and among the users of these services. The traffic prioritisation may be enforced by adjusting resource utilization or pre-empting lower priority traffic.
The network must offer a means to provide the required QoS (e.g., reliability, latency, and bandwidth) for a service and the ability to prioritize resources when necessary to meet the service requirements. Existing QoS and policy frameworks handle latency and improve reliability by traffic engineering. In order to support 5G service requirements, it is necessary for the 5G network to offer QoS and policy control for reliable communication with latency required for a service and enable the resource adaptations as necessary.
Also, as 5G network is expected to operate in a heterogeneous environment with multiple access technologies, multiple types of UE, etc., it should support a harmonised QoS and policy framework that applies to multiple accesses.
Further, for QoS control in EPS only covers RAN and core network, but for 5G network E2E QoS (e.g., RAN, backhaul, core network, network to network interconnect) is needed to achieve the 5G user experience (e.g., ultra-low latency, ultra-high bandwidth).

6.7.2

Requirements
The 5G system shall allow flexible mechanisms to establish and enforce priority policies among the different services (e.g., MPS, Emergency, medical, Public Safety) and users.
NOTE 1:
Priority between different services is subject to regional or national regulatory and operator policies.

The 5G system shall be able to provide the required QoS (e.g., reliability, latency, and bandwidth) for a service and support prioritization of resources when necessary for that service.
The 5G system shall allow decoupling of the priority of a particular communication from the associated QoS characteristics such as latency and reliability.
The 5G system shall be able to support a harmonised QoS and policy framework applicable to multiple accesses.
The 5G system shall minimize impact to the user experience (e.g. QoS, QoE) when UE handovers from one access technology to another.
NOTE X:
UE may lose some connections/data traffics or the QoS can not be mapped during the handover from one access to another.
The 5G system shall be able to support E2E (e.g., UE to UE) QoS for a service.

NOTE 2:
E2E QoS needs to consider QoS in the access networks, backhaul, core network, and network to network interconnect.

The 5G system shall be able to support QoS for applications in a Service Hosting Environment. 
***** END OF CHANGES *****
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